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Getting started Page 3

This chapter briefly introduces the software, including data acquisition, calibration
and analysis. More detailed descriptions of software functions can be found in the
chapters that follow.

To get the most from this tutorial section, you should have a ProteinChip Array with a
calibration sample prepared and ready to analyze with the ProteinChip Reader. In the
example below, Ciphergen’s All-in-1 Peptide Molecular Weight Standard (Cat #
C100-0003) was used. (Instructions for preparing the Peptide Molecular Weight Stan-
dard sample are included with the product.)

Starting the software

1. Start the software by double-clicking its icon on the desktop, or by locating it
through the Windows Start menu under Programs | Ciphergen ProteinChip
Software | Ciphergen ProteinChip Software 3.0.

NOTE: If this is the first time the software has been started, the program will initialize the
Database Connection Wizard to guide you through the steps of creating a new Protein-
Chip database folder (see Chapter 2, “Managing Data and Users”).

2. The startup screen will appear briefly, then the ProteinChip Software Login dia-
log will be displayed (Figure 1-1).

=
ﬁW Enter a valid user name and password for
_ the selected database.
Lzer Mame: |Guest j Ok |
Pazsword: | Cancel |

Froject: | D efaultProject j

[ atabaze path;

C:\Proaram FilezhCiphergen ProteinChip® Software
J.04Databazeh

Figure 1-1: The ProteinChip Software Login dialog.

Select the appropriate User Name, enter the password (if any), and select the desired
project from the drop-down list. You can also use the Database button to select a dif-
ferent database, or to create a new database using the database connection wizard
(refer to “The database connection wizard” on pages 29-35 for detailed information
on using the wizard). Confirm your selections by clicking OK.

$4260-1.0-01-02
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1: Using ProteinChip Software 3.0

The Sample Exchange dialog opens next (Figure 1-2). This dialog allows you to
enter information about a ProteinChip Array before opening the sample port and
inserting the chip.

Sample Exchange 0 |

—Chip — Instrument Statuz

Serial Murnber: | Ready

E
Chip Type: 542 El
Chip Format: g spot lettered 4H | g
&P

Chipz... | Open Lid

Figure 1-2: The Sample Exchange dialog.

IMPORTANT: The Chip Format field (i.e. 8 spot lettered A-H, the default selection) is used
to position the sample spot inside the instrument, so be careful to select the correct for-
mat. The Serial Number and Chip Type fields are optional.

Inserting a ProteinChip Array into the reader
To insert a ProteinChip Array into the instrument,

1. Click the Open Lid button in the Sample Exchange dialog to initiate the lid
opening sequence. After a short delay, the green LED next to the sample lid will
light up and the automatic lid will open. (If using the model PBS | reader, manu-
ally open the lid.)

2. If there is a ProteinChip Array in the instrument, remove it.

Insert the ProteinChip Array into the slot on the sample port. Make sure the
Ciphergen logo is at the top (the spot “A” end of arrays without the logo) and the
spots are facing the back of the instrument.

4. Click the Close Lid button in the Sample Exchange dialog. (If using the model
PBS | reader, manually close the lid.)

5. The Select Current Chip dialog (Figure 1-3) will open on top of the Sample
Exchange dialog. This dialog allows you to enter data about the individual sam-
ples on the chip, and is particularly useful for keeping track of profiling, and other
high-sample-number experiments. Data entry in this dialog is optional. To close
the dialog, click OK to accept the information you entered, or Cancel to exit the
dialog without saving any changes. (You can open the Select Current Chip dia-
log later to edit or add information.)

ProteinChip Software 3.0 User Manual
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i 5elect Current Chip 5'

Chip Type I Chip Farrnat | # Spots | = ]
[MaC2-Mi 3 zpot lettere... 8
IMACZ-Ni 3 spot rumbe... Cancel
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3 zpot lettere.. 8 Edit
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E
F
€]
H
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Figure 1-3: The Select Current Chip dialog.

Page 5

6. The Sample Exchange dialog (which remained open beneath the Select Current

Chip dialog) will display the instrument status as the sample exchange

progresses. You can close the Sample Exchange dialog by clicking Close any
time after the lid is closed. After 1 to 5 minutes, the instrument will be ready to
begin acquiring data.

$4260-1.0-01-02
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1: Using ProteinChip Software 3.0

If you're using the All-in-1 Peptide Standard, enter the initial instrument settings val-
ues given in the table below into the appropriate toolbars or into the Manual Proto-
col dialog (see “Manual protocols” on page 9).

Starting Conditions PBS | PBS I
Laser Intensity 10 170
Detector Sensitivity 9 9

NDEF Filter IN N/A
High Mass 10000 10000
Start Optimization Range 1000 1000
End Optimization Range 9000 9000

Table 1-1: Recommended initial instrument settings for use with the All-in-1 Peptide Standard.

Fire the laser by clicking the Single Shot toolbar button. Individual shots are dis-
played in the Most Recent Shot window (Figure 1-4). If the window isn’t open,
choose View | Most Recent Shot to display it.

z: Administrator - Ciphergen ProteinChip Software Biomarker Edition - Most Recent Shot =] 5|

Eile Edit Wiew Instrument Calibration Peaks Spectrum  Options  window Help

w|w|a| %] 8] s|n| Fle| o4l ¢ »lo]|

[ =] etfulz| 88T 5] &|&|x%| &|e| 5] Q2 &
5 [0 = sensitvite [0 = élntensiw:hsu = 2| ece|e| eed| ciew|

High [50000 =] Da Optimize: [3000 =] to [60000 =] Da  CenterMass [76500—=] Da

II ?_ﬁlMostRecent Shot i ] 4|
B
(/{100
DI 7s
|
=
G 2 l
1 | el
&
0 10000 20000 30000 40000

Far Help, press F1 |Project Tutorials [ [Ready ofo 2

Figure 1-4: Sample single shot data.
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Making If the peaks of interest are at or near 100 on the vertical scale, reduce the sensitivity or
adjustments the laser intensity. If the peaks are very small, increase the laser intensity.
Review the spectra in Figure 1-5 for examples of what to look for when making
adjustments.
2aoo 4000 6000 gooo
A0 Correct energy
30 and sensitivity
20
10 u‘*- ’ { L A
0
100 Sensitivity
75 too high
50
25
Il
80
Laser energy
&0 too high
40
20
al Iy
2aoo 4000 6000 gooo

Figure 1-5: Sample spectra.

¢ The top spectrum in Figure 1-5 represents appropriate laser energy and detec-
tor sensitivity settings. The peaks of interest (~3500 MW to ~7000 MW) are
about 20% full scale, and the baseline noise is minimal.

¢ The middle spectrum shows a much noisier baseline. To increase the signal-to-
noise ratio, decrease the sensitivity setting.

¢ The bottom spectrum has a smoother baseline than the middle spectrum, indi-
cating an appropriate sensitivity setting. However, better quality data would
result from using a lower laser intensity.

ﬂl Once the approximate settings are found, click the Fire Continuously button, then
Fire CO"“"gS;’tso'z the Data Average button. Data will begin to accumulate in the Data Average win-
dow (Figure 1-6). As more data are incorporated into the average, the trace will
ﬂl become smoother and the peaks more sharply defined. Collect at least 10 shots to
A\éertatge see the improvement in signal-to-noise that averaging the signal provides.
utton

¥+

Fresh Position
button
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i 4 i Administrator - Ciphergen ProteinChip Software Biomarker Edition - Most Recent Shot = |D|ﬂ

Flle Edit Wiew Instrument Calibration Peaks Spectrum  Options  Window Help

wwE| = | S|n|| &l ol plo

[ =]u| etfulz| 8|@fT 5] &|&[x[%| &[2] 5| & 2 2
2 [ = sensiivis [10 =] o tensivi[150 =] [ 2] ee 6| 6| eeeal| cew

High [50000 =] Da Optimize: [3000 =] to [50000 =J Da  Center Mass: [FE500=] Da

[ e
B
cllIf 100
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E
E a0
G|I| 2s
H o il
— 0
&
0 10000 20000 30000 40000

For Help, press F1 |F‘roject Tutorials | |Ready |D,I'D 4

Figure 1-6: Sample averaged data.

After many repeated shots in the same spot position, the sample may become
depleted, evidenced by dramatically reduced signal strength in the Most Recent
Shot window. Click the Fresh Position button to move to a new position. Click the
Fire Continuously button a second time to stop firing the laser.

Manual data collection is useful when the optimal mass ranges, laser intensity or
detector sensitivity must be established. Before you begin to collect data, you must
specify certain instrument parameters. These include the individual spot to be ana-
lyzed (1-8, 1-24 or A-H depending on the chip format; selected via the Sample
Exchange dialog), the mass range to be collected, lag time setting, laser position
within each spot, detector sensitivity, and laser intensity. The settings can be entered
directly in the Direct Control and Data Acquisition toolbars or entered into a man-
ual protocol. The previous section, “Data acquisition” on page 6 shows an example of
entering the instrument parameters directly. See “Manual protocols”, below, for infor-
mation on creating and using manual protocols.

ProteinChip Software 3.0 User Manual
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Creating and editing manual protocols

Manual protocols allow convenient storage and recall of sets of instrument conditions
for manual data collection. They are created and edited in the Manual Protocol
Properties dialog (Figure 1-7). The dialog is accessed by choosing Manual Protocol
from the Instrument menu, or by clicking the Manual Protocol button in the Data
Acquisition toolbar.

Manual Protocol Properties ) il

|Manual Protocols; El st |d| Hass Setigs (DAl —————
e High Mazs to Acquire: |5EIEIEIEI 3:

Optirmizabion Range

Start; !SI:II:II:I Eﬁ
End: IEEIEIEIEI 3:

= Current Conditions

[ Intensit :I'IEEI 3: ;
SRR — Pulze Settings
Dietectar Sensitivity: |'|EI 3: (+ Center |255EIEI Da

™ Mazs ZRE00 —| Da

Hardzhot increasze:;

™ Remove Light Filter [Mare Light] " Lag Time |11-?3 E hs

0Fk. I Cancel | Spply | Help |

Figure 1-7: The Manual Protocol Properties dialog.

The functions of the buttons and fields in the Manual Protocol Properties dialog are
as follows:

¢ Manual Protocols: this list is used to select manual protocols. The values in the
dialog change to reflect the protocol selected from the list.

e Save As (small disk picture): opens a dialog that allows you to name and save
the protocol.

¢ Delete (X): deletes the protocol selected in the Manual Protocols list.

e Factory Defaults (small picture of a factory): resets the protocol to the factory
default settings.

Current Conditions settings

e Laser Intensity: controls the current laser intensity. The range for the model
PBS | reader is 1-100, for the model PBS Il reader it is 0-300. A useful laser
intensity to begin with is 100. Increase or decrease the laser intensity until the
peaks of interest are between 10 and 90 percent of full scale.

$4260-1.0-01-02
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¢ Detector Sensitivity: changes the gain of the digitizer. Increase the sensitivity
to increase the size of peaks, decrease it if the peaks of interest are off scale. The
detector sensitivity range is 1 to 10, with 10 being the most sensitive. A detec-
tor sensitivity of 10 is routinely used. If the peaks can’t be adjusted to stay on
scale, then lower the sensitivity until they are.

¢ Hardshot Increase: controls how many units of laser energy to add when the
Hard Shot button is clicked.

¢ Remove Light Filter: controls whether the NDF is in or out of the optical path
(model PBS | reader only).

Mass settings

* High Mass to Acquire: this value sets the largest mass that will be collected.
Larger mass ranges require the collection and analysis of more data points, thus
slowing data acquisition and processing speed. The upper mass limit for the
instrument is 500,000 Da.

* Optimization Range: this range defines the region for the global signal to
noise calculation. It should be set large enough to include any protein masses
you are expecting to detect. The highest intensity peak in the region will be
used for the signal to noise value. The model PBS Il reader also uses this range
for time lag focusing. If the time lag focusing (discussed below) is referenced
against the optimization range, time lag focusing will be automatically set to
the center of the optimization range you have defined.

Pulse (Time Lag Focus) settings

Time lag focusing (available only on the model PBS Il reader) improves peak resolu-
tion by delaying the time between the laser pulse striking the sample and the time an
extraction pulse is applied to accelerate the ionized proteins. The time between the
laser pulse and the extraction pulse is called lag time. Its immediate benefits are
increased resolution, particularly in the low mass range.

The pulse setting defines how the time lag focus will be determined:

¢ Center: this option automatically calculates the lag time based on the center of
the optimization range.

e Mass: this option defines the lag time directly, based on mass.

e Lag Time: this option allows the user to define the lag time directly, based on
time (in nanoseconds).

The optimum time lag focus for protein resolution changes depending upon the pro-
tein’s mass. No single focus point will be optimal for all mass ranges, so we suggest
choosing a time lag focus for particular mass ranges using the following criteria. To
set a general time lag focus, base it on the optimization range. Selecting an optimiza-
tion range (see above) that encompasses the mass range you are interested in will
ensure a generally optimized spectra. If you find a protein of interest, or you already
know the protein you are interested in, select the focus based on Mass. This will give

ProteinChip Software 3.0 User Manual
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the highest resolution for a particular mass. As a third alternative, if you know the
relationships between ion cloud densities and the particular accelerating potentials of
your instrument, you can set the time lag focus based on time (in nanoseconds), but
the other two methods give the same result and are just easier!

To generate the highest quality of data, it is important to select an appropriate focus
range. A focus mass that is greatly different from the mass range you are interested in
will result in broad, jagged peaks that are poorly resolved.

Saving manual protocols

After you have finished making all desired settings in the Manual Protocol Proper-
ties dialog, click the Save (disk) button in the upper left side of the dialog to assign a
name to the new protocol, then save it. It will be added to the list of protocols in the
Manual Protocol Properties dialog.

Managing manual protocols

Manual protocols reside in the Manual subfolder in the user's folder inside the
Ciphergen ProteinChip Software 3.0 folder (accessible via the Windows Explorer,
Figure 1-8). Like all other protocols, manual protocols can be shared with other users
by copying the protocol into that user's Manual subfolder.

,Prugram FI|E5 | Elphergen Frutﬂnﬂﬂ'ﬂ = EI]EJ

| FI|E Edll: "."IEW Favarites Tl:u:uls Help :ﬂ

o, -
N

| i..-—lBau:k - = - 3] | ﬂSearch |:|:_1]Fu:|lu:|ers mﬁHlstDry : ’E\' J—:':: }( ..r:“_‘l ”5

F'-ddrESS j_l C 'I,F‘rl:ugram Flles'l,Clphergen F‘rutemChlp Sl:uﬂ:ware 3 I:I'I,Default Llser ___] fDGD

Fu:ulu:lers X | | Mame - J
. =] Ciphergen ProteinChip Software 3.0 :_] (1l analysis

- Administrator [ Calibration

: ] Database ___j ,;IChips

(R L= Uk Lser | | Manual
“1 Analysis | | Presentation
-7 calibration ™ Spots
—I Chips @Default IJser,user
-] Manual
;l Presentation
--_| Spots :_I 4 J i _;J

? -:ul:u]ect(sjl I{Dlsk Free Space: 6.86 GE]I 5 83KB i k._.ll My 'EI_;ImDEItEt’ ,

Figure 1-8: Windows Explorer view of the contents of the Ciphergen ProteinChip Software 3.0
folder. The sub-folders within the user’s folder are labelled with the type of protocol they contain.

Protocols can be transferred, shared, or copied between users with no restrictions. To
delete a protocol, use Windows Explorer to remove the protocol from its subfolder.

$4260-1.0-01-02
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Automatic data collection is designed to analyze a number of spots on a ProteinChip
array under a pre-defined set of conditions. Data can be collected using static condi-
tions, in which the data acquisition settings are identical for all spots on the chip, or
dynamic conditions, in which laser intensity is adjusted automatically to optimize for
a particular mass range. Static conditions are generally used for quantitation.

Automatic data collection has two main components: spot protocols, and chip proto-
cols. A spot protocol contains instructions to control data collection for a spot. A chip
protocol is essentially a sequence of spot protocols.

Spot protocols provide instructions to the instrument for automatic data collection
from a single sample spot. The settings define the mass range, laser intensity control,
and other parameters, which vary according to spot protocol type.

Creating and editing spot protocols

Select Spot Protocol from the New submenu of the File menu, or press the Spot
Protocol toolbar button to open the spot protocol wizard (Figure 1-9).

Defining Spot Processing i‘

Spat Protocal Harme: IS pat1

Description: |Place wour gpot pratocol description here. =
g
— Data Acqusition kethod
Method Type: | SE| DI Quantitation |

Dezcription: Fce of & spot Lzing a

conztant [azer power and taking a fed number of tranzients
per pozition,

— Sethings bazed on;

¥ Contral Bar Settings
™ Factary Defaults

¥ Use Dynamic Description Firish |

. Bach I Mest » I Cancel Help

Figure 1-9: The first page of the spot protocol wizard.
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The first page of the spot protocol wizard (the Defining Spot Processing page) gath-
ers general information about the spot protocol that you are creating. Enter a unique
name for the protocol in the Spot Protocol Name field, and any desired descriptive
text in the Description field.

The most important value chosen on this page is the Data Acquisition Method.
There are two method types, Automatic Laser Adjustment and SELDI Quantitation.

Automatic Laser Adjustment data acquisition method

This method adjusts the laser intensity during collection and is suitable for collecting
data for protein identification and characterization, in cases where you know the
existence of a protein in a narrow mass and intensity range (defined as the optimiza-
tion range). The optimization range is used to determine which transients are
included in the data average. The software actively adjusts the laser intensity and data
collection to obtain the best spectra within that optimization range.

SELDI Quantitation data acquisition method

Select this method when collecting data for comparison. The method maintains con-
stant laser intensity and collects a specified number of transients at multiple sample
positions to create a representative average of the sample.

The Settings based on panel allows you to select the analysis settings. The available
options are the Current Control Bar settings or the Factory Defaults.

To review or change specific parameters directly from the keyboard, click the Next
button. This will take you to the first of several Auto Setup pages. The first page
defines the High Mass to Acquire and the Optimization Range.

$4260-1.0-01-02
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Auto Setup l‘

— bk azz Settings [Da)
High Mazs to Acguire Optirization Fange
= Star: (3000 =4  End [50000 =
— Starting Canditione———— — Focus By [pulze mode anly]
Lazer Intenzity: |‘I RO 3: + Center |EEEEIEI [a
Detectar Senzitivity: - |10 - " Mass ZRAL0 ~{ [a
[~ Remove Light Filter (More Light] € LagTime  [1173 =] ns

Finizh |

< Back I Hest > I Cancel Help

Figure 1-10: The Auto Setup page of the spot protocol wizard.

The optimization range should be set according to whether Automatic Laser Adjust
or SELDI Quantitation method of data acquisition was selected in the previous win-
dow. If Automatic Laser Adjust is the method of data acquisition, select a narrow
mass range that flanks either side of the known mass for which you are optimizing. If
SELDI Quantitation is the method of data acquisition, define an optimization range
that will include all masses of interest. If the time lag focusing is based on the optimi-
zation range, a time lag focus value corresponding to the center of the optimization
range will be automatically entered. Enter the starting laser and detector sensitivity
values. In the Focus By section, select the appropriate value. When finished, click the
Next button.

If you are using the Automatic Laser Adjust method of acquiring data, the Auto
Laser Definition window will be the third window in the spot protocol wizard
(Figure 1-11). Enter the total number of laser shots to collect in the Data Average
window, typically 50-100. Define the on-scale intensity and off-scale intensity optimi-
zation range, typically 10% (value = 26) to 80% (value = 204). Next define how the
laser is adjusted, i.e. “Increase by 4 after 3 consecutive LOW shots” and “Decrease by
1 after 2 consecutive HIGH shots”. Click Finish when done.

ProteinChip Software 3.0 User Manual
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Auto Laser Method Definition i x|
Shots to collect; |5I:I 3:

— Thresholdz

Puointz on-zcale to ACCEPT: !3 3: On-zcale intenzity: |5'I 3: 20.0%

Paints off-scale to REJECT: |2 3: Dff-scale intenzib: 242 =5 94.9%

— Lazer Adjustments

Increasze by |1 5: after |1 3: conzecutive LOW shats.
Decreaze by |3 3: after |'| 3: cohzecutive HIGH shotz.
v Fevive signal with increased lazer intensity:

I8 E:E] conzecutive shotz wlout zignal, boost intensity by I'I o E

— Pogition Changesz

tinimum number of ghiots taken per pozition; |2 5:

M awimum number of shotz kept per posthiaon: - (0 0

¢ Back I Finizh I Cancel | Help

Figure 1-11: The Auto Laser Method Definition page of the spot protocol wizard.

If you are using the SELDI Quantitation method of acquiring data, the SELDI Data
Acquisition Settings page will be the third page in the spot protocol wizard
(Figure 1-12). In this page, you define how the laser will move across the spot. Each
spot can be accessed through 100 different positions (position 1 is at the bottom of
the spot, position 100 is at the top of the spot). Define the Starting at position and
Ending at position (typically starting at 20 and ending at 80). Next define the inter-
val to move between the starting position and ending position, typically 5. Finally,
define how many transients should be collected and averaged for each position, typi-
cally 5-10. Often the quality of spectra can be improved by warming the spot first.
Warming a spot includes firing the laser, typically 2-5 times, at high intensity before
averaging transients into the spectrum file. Generally, you should not include warm-
ing transients in a spectra file. Click Finish when done.
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Seldi Data Acquisition Settings x|

— Sample Postions

Collect; IE _:| Tranzients per position
Starting at positiar: |2|:| _I? Ending at position |20 =

t oving |5 _I? pozitionz [B5 ranzients will be collected)

—wharming Positions
Watm positions with I2 _I? lazer shots at intensity 15[‘_:'

[T Include warming shots in spectra

< Back I Finizh I Cancel Help

Figure 1-12: The SELDI Data Acquisition Settings page of the spot protocol wizard.

When the spot protocol wizard has finished, the spot protocol will be displayed.

¥l Spot1 Spot Protocol =0l x|

1: Set high mazs to 50000 Daltons, optimized from 3000 Daltons to 50000 Dalkons. -
2 Set ztating lazer intensity to 150, —
3 Set ztarting detector zenzitivity to 10,

4. Set lazer MDF In [less light).

5 Focus by optimization center.
E:
IS
o
9
]

Set data acquiztion method to Seldi Cuantitation
Set Seldi acquizition parameters 20. delta to 5. tranzients per to 5 ending poszition to 80.
Set warming pozitions with 2 ghotz at intenzity 160 and Don't include warming shots.
Process sample.

0 Identify peaks uzing auto identify from 3000 Daltons bo 50000 Daltons.

4

-
B 4

Figure 1-13: A completed spot protocol.

e To change the values in a line in the spot protocol, double-click the line you
wish to edit, and the Modify Command dialog will appear (Figure 1-14),
enabling you to change the command or associated settings. Delete com-
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mands by selecting them, then pressing <Delete> or by selecting Delete from
the Edit menu. New commands can be inserted above the selected line by
pressing the <Insert> key or by selecting Insert from the Edit menu.

odiy Command x

Command;

Shots to collect;
20 zhotz

Comrmand Eilter:

| )8 I Cancel | All -

Figure 1-14: The Modify Command dialog.

3 |#] * To open an existing spot protocol, click the arrow next to the Spot Protocol
spot Protocol toolbar button and select the protocol from the drop-down list.
button

¢ To run a spot protocol, activate the Spot Protocol window and click the Start
Running button in the Standard toolbar, or choose Execute Spot Protocol
from the Instrument menu.

NOTE: If you make any changes to a spot protocol, you must save the protocol file (either
@ under the same name or a different name) before the changes will be reflected when an
[ automatic analysis run is started.

Managing spot protocols

Spot protocols reside in the Spot subfolder in the user's folder inside the Ciphergen
ProteinChip Software 3.0 folder (accessible via the Windows Explorer, Figure 1-15).
Like all other protocols, spot protocols can be shared with other users by copying the
protocol into that user's Spot subfolder.
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Figure 1-15: Windows Explorer view of the contents of the Ciphergen ProteinChip Software 3.0
folder. The sub-folders within the user’s folder are labelled with the type of protocol they contain.

Protocols can be transferred, shared, or copied between users with no restrictions. To
delete a protocol, use Windows Explorer to remove the protocol from its subfolder.

A chip protocol is a collection of instructions used to automatically collect data from
a series of spots on a ProteinChip Array. Chip protocols are specific to a particular
array configuration. A chip protocol consists of one line for each data collection on
each spot.

Chip protocols

Creating and editing chip protocols

To create a new chip protocol, select Chip Protocol from the New submenu of the
File menu, or press the Chip Protocol toolbar button to open the chip protocol wiz-
ard. The first page of the wizard is the Selecting Spots on Chip to Process page
(Figure 1-16).

(=]
(=]
I

Chip Protocol
button
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Selecting Spots on Chip To Process _)_'(_j

Chip Protocaol Marme:; I|

Chip Configuratior; I 2 zpot lettered A-H _V_i Total Chip Runs: 12 __J::j

Spat F'ru:utu:u:n:nl:!Spu::t‘I _:__j for Run: 11 =

— Spotz to Process: - |

First Spot:  Last Spok: [norement: Process Order:

A, ﬁ IH :_fj !ever_l,l zpat _:! IHun ;! B ]

: Bank I Mewt » I Cancel l Help I

Figure 1-16: The first page of the chip protocol wizard. Note that the for Run field will not be dis-
played unless the Total Chip Runs value is >1.

¢ Chip Protocol Name: assign a unique name to the chip protocol.
¢ Chip Configuration: select the chip format.

¢ Spot Protocol: select the spot protocol to use from the drop-down menu. By
default, the wizard creates a chip protocol that uses the same spot protocol for
all spots in a run. Once the chip protocol has been created, it can be modified
to apply different spot protocols to individual spots.

¢ Total Chip Runs: this value determines how many times the spots will be ana-

lyzed. When Total Chip Runs is greater than 1, the for Run field will appear

directly below the Total Chip Runs field. To analyze spots more than once

using different spot protocols:

1. Set the number of runs in Total Chip Runs.

2. Select the spot protocol from the Spot Protocol combo-box.

3. Change the for Run value and repeat steps 1 and 2 for the remaining runs.
¢ Increment: sets data collection from all or some spots.
¢ First Spot and Last Spot: control the range of spots to process.

¢ Process Order: selects the order in which the spots will be run when multiple
runs are used. The choices are Spot, which repeats the spot for the number of
runs, before advancing to the next spot; and Run, which advances from spot to
spot, repeating the advances for the number of runs requested.

After selecting the spots to process, click the Next button to move to the Selecting
Method of Spot Naming page (Figure 1-17).
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Selecting Method of Spot Naming il

— Auta-niaming of Spats ——  Descriphion:
¥ Chip Pratacol Mame Place vour chip protocol description here. d
" Root Mame

™ Date and Time

Boot Mame LI

Spot

¥ Use Dynamic Description

< Back I Finizh I Cancel Help

Figure 1-17: The second page of the chip protocol wizard.

Enter a short description of the protocol if desired. If the Use Dynamic Description
box at the bottom of the window is unchecked, the contents of the description you
have entered will be displayed in all menus beside the chip protocol name. If the Use
Dynamic Description box at the bottom of the window is checked, information
regarding specific parameter settings will be displayed in all menus beside the chip
protocol name.

Determine how each spot will be named in the Auto-naming of Spots section. If you
select Root Name, the Root Name field will become available to enter a common
phrase from which all spot names will be built.

Click Finish when done.

When complete, the protocol is displayed as a summary diagram of all spots, the
name of each spot and the spot protocol that will be used (Figure 1-18).

PRI=IE
Spot Spectrum Tag Spot Protocol Spectrum Comment
| Chip1 -4, Spot
(B Chipd-B Spot
|C Chipd - Spot
(D Chip1-D Spot
|E Chip1-E Spot
|F Chip1-F Spot
| Chip1-G Spot
aH Chip1-H Spot

Figure 1-18: A sample chip protocol.
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¢ Spot processing order can be changed by clicking on the spot position indica-
tor in the Spectrum Tag column (1-8, 1-24 or A- H), then typing a new posi-
tion number. The spot order for processing can be changed by click-and-
dragging the “circles” beside the Spot column to the appropriate position.

¢ A different spot protocol can be applied to a spot by clicking in the correspond-
ing row of the Spot Protocol column, then selecting a new spot protocol from
the drop-down list.

e Spectrum comments can be entered for each sample by clicking once on the
appropriate Spectrum Comment field and typing a comment.

¢ To run the chip protocol, press the Start Running button or select Execute
Chip Protocol from the Instrument menu.

e Toinsert aline in a chip protocol (i.e., to add a spot), press the <Insert> key, or
select Insert from the Edit menu.

e Spots can be deleted from the run by selecting them and pressing the <Delete>
key, or by choosing Delete from the Edit menu.

2 |&] * To open an existing chip protocol, press the arrow next to the Chip Protocol
Chip Protocol toolbar button and select the protocol from the drop-down list.
button

Managing chip protocols

Chip protocols reside in the Chip subfolder in the user's folder inside the Ciphergen
ProteinChip Software 3.0 folder (accessible via the Windows Explorer, Figure 1-19).
Like all other protocols, chip protocols can be shared with other users by copying the
protocol into that user's Chip subfolder.
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Figure 1-19: Windows Explorer view of the contents of the Ciphergen ProteinChip Software 3.0
folder. The sub-folders within the user’s folder are labelled with the type of protocol they contain.

Protocols can be transferred, shared, or copied between users with no restrictions. To
delete a protocol, use Windows Explorer to remove the protocol from its subfolder.

After enough data have been collected to create a spectrum, the peaks in the spec-
trum need to be labeled.

To view the entire spectrum, press the <Home> key on the keyboard, or click the Full
Spectrum toolbar button in the Data Analysis toolbar.

To label the peaks in a spectrum automatically, select the spectrum, then click the
Identify Peaks toolbar button (Figure 1-20). The peaks in view in the selected spec-
trum will be labeled according to the current Analysis Protocol settings (see
Chapter 4, “Data Analysis” for more on analysis protocols).

To label the peaks in a spectrum manually, click the Centroid button in the Data
Analysis toolbar.

Centroid

Identify
Peaks

Figure 1-20: The Centroid and Identify Peaks buttons.
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The cursor will change to the centroid cursor (see Figure 1-21). Position the cursor so
that the peak to be labeled is centered between the cursor’s vertical lines, then click
to label the peak.

4000 4500
i
Al
WJETH S

Figure 1-21: Labeling a peak with the centroid cursor.

To remove a single peak label, click the Centroid button to switch to the centroid
cursor, move the cursor over the peak, then right-click and select Clear from the pop-
up menu.

xl To remove all of the peak labels in the current view, click the Clear Peaks button in
Clear Peaks L€ Data Analysis toolbar. Clicking this button clears all peak labels in the currently
button  displayed spectrum window.

Calibration ProteinChip reader data is a set of time-of-flight measurements, which are con-
verted to mass measurements through the calibration equation. When a spectrum is
“calibrated” it is simply assigned a new calibration equation. The underlying data
remains unchanged.

To calibrate a spectrum:

1. Open the Calibration dialog (Figure 1-22) by clicking the Calibrate toolbar but-
ton. The cursor will change to the calibration cursor.
Ly

Calibrate
button
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Calibration ﬂ
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Figure 1-22: The Calibration dialog and the calibration cursor.

2. Click on a calibrant peak in the spectrum using the calibration cursor. The calcu-
lated mass of the peak will appear next to the cursor icon in the Calibration dia-

log

(Figure 1-23).

3. If the calibration peak is in the Calibrants drop-down list in the Calibration dia-
log, select it from the list. Otherwise, enter the correct molecular weight (MW) in

the Mass field.
Calibration
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Figure 1-23: Selecting a calibrant.
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Make sure that the Charge value (single or double) is correct.
Click the Add button and the peak will be added to the calibration for this spectrum.
Repeat steps 2 to 5 for any remaining calibration peaks in the spectrum.

Review the residual plot (in the box near the center of the Calibration dialog,

Figure 1-24). It shows the fit of the calibration points to the calculated calibration
curve, and is used to determine if any of the mass calibration standards are misi-
dentified or are significantly outside the expected mass accuracy. In a good cali-
bration equation, the calibration points (blue cross-hair boxes) will lie close to the
calibration curve in the residual plot (represented by the horizontal red line). If
any of the calibration points significantly deviate from the calibration curve, the
calibration equation may be inaccurate.

} Calibration

b azs:

!EEDB.EDD Da

~ Charge- ]

[
| ™ Double [

. Calbrant| 8603.800 - ~ norie |

Mass Z  LCalibrant

7572300 1 - none -
802 300 1 - none--

200

=i

200
o0

]

T H
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Figure 1-24: The residual plot in the Calibration dialog.
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8. Individual calibrants can be changed or deleted from the list of calibrants —
simply select the calibrant from the list, then click the appropriate button

(Delete or Change).

9. Click the Apply button to apply the completed calibration to the spectrum.
10. When finished, click the Close button to close the Calibration dialog.
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ProteinChip Software version 3.0 stores spectra and experiment files into databases,
rather then as files. The major benefit of this approach is that data can be easily rear-
ranged into different experiments for analysis. Data can be located and sorted by key
data properties including the date of data acquisition, the ProteinChip Array type, the
laser intensity, and additional fields. This makes it easier to construct experiments that
contain a consistent group of conditions for expression analysis.

When you create a ProteinChip database, a new folder is created for the database
and a file called ProteinChip.mdb is placed in the folder. As you add experiments
and spectra to the database, additional subfolders are created within the database
folder. The folder and file names are created automatically by the software, and are
not of use to the software users. The data are accessed through ProteinChip Soft-
ware, which connects the ProteinChip database file to the various spectra files con-
tained in the folders.

@]

The database
connection
wizard

IMPORTANT: Do not alter, delete or rename any of the files in a ProteinChip database
folder. Doing so will corrupt the ProteinChip database.

The database connection wizard allows you to create a new ProteinChip database or
connect to an existing database.

Creating a new database
If you are already logged into the software and would like to create a new database,

1. Select the New | Database item from the File menu. The Database Connection
Wizard dialog will open (Figure 2-1).

Database Connection Wizard |

&
P A Thiz Wizard allows you to create a new FroteinChip
Adatabasze folder or to browse for an existing one,

i~ "What would you like to do?

% Create a new databaze

" Connect to existing database

¢ Back I MNest = I Cancel

Figure 2-1: The opening page of the Database Connection Wizard dialog.
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2. Select Create a new database and press the Next button. The second page of
the wizard will be displayed, which will allow you to select the path for the new
database folder. The program will default to the folder in which the ProteinChip
software has been installed.

Database Connection Wizard x|

Select a path in which to create a new databaze
folder.

C:A\Program Files\Ciphergen PrateinChip Saftware 3.0% |

< Back

Cancel |

Figure 2-2: The second page of the Database Connection Wizard dialog.

3. Press the ... button to browse to other directories using the Select Folder dialog
(Figure 2-3). When the desired folder is selected, press the Next button.

Select Folder |

=3 Ciphergen ProteinChip Software 3.0 ;I
I:l Adrninistrator

-2 Default User —I
-2 Dacumentation

-2 Guest

-2 Quant

-2 Tuborial D atazets LI

LT Takarials

Select a folder in which to create a new ProteinChip database
falder.

] I Cancel

Figure 2-3: The Select Folder dialog.
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4. Enter the name of the new database folder.

Database Connection Wizard x|

Enter the new databaze folder name. It will be created in
C:AFroagram FileshCiphergen ProteinChip Saftware
J.hDatabases

podb

< Back I Finizh I Cancel

Figure 2-4: Naming the new database folder.

5. A message will appear after pressing the Finish button confirming the location of
the new database (Figure 2-5).

|

? A new database will be created in C:YProgram Files\Ciphergen ProteinChip Sofbware 3.00Databaselpecdb. To confirm, press Ok and remember the path
in case you need ko reconnect in the Future, To return ko the wizard, press Cancel.

Canicel |

Figure 2-5: The Confirm alert.
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Browsing for an existing database

1. Launch the database connection wizard.

Database Connection Wizard 2 ﬂ

|
Fae A This "izard allows you to create a new PrateinChip
A databaze falder ar to browse far an existing one.

—"What would you like to do’?

i Create a new databasze

¥ Connect to existing databaze

¢ Back I Mest » I Cancel

Figure 2-6: Using the Database Connection Wizard dialog to connect to an existing database.

2. Select Connect to existing database and click Next. The Select ProteinChip
Database Folder dialog will open.

3. Browse your computer and/or network for the database folder by pressing the ...
button to bring up the browse window. When a folder containing a database is
highlighted, the creation date of the database and the data of the last access are
displayed (Figure 2-7).

Select ProteinChip Database Folder |

Ell:l Ciphergen ProteinChip Software 2.0 ;I
-0 édministraton

-7 Default User —I
-2 Documentation

- Guest

-2 Quant

-2 Tuborial D atazets LI

LT Takarials

ProteinChip database folder
Created: December 17, 2001 17:19:06 Abkd
Last accezsed: Februare 11, 2002 04:01:41 Pbd

(] I Cancel

Figure 2-7: The Select Protein Chip Database Folder dialog as it appears when a folder containing
a ProteinChip database is highlighted.
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If the folder doesn’t contain a database, the dialog displays the message Not a Pro-
teinChip database folder.

Select ProteinChip Database Folder |

|_:_||:| Ciphiergen ProteinChip Software 3.0 ;I
-] Administrater

[ Database

'a Drefault _I
-2 Documentation
- Guest

-2 Quant
-2 Tuborial D atazets

LT Tobarials LI

Mat a ProteinChip databaze folder.

Uszer

] I Cancel

Figure 2-8: The Select ProteinChip Database Folder dialog as it appears when a folder that
doesn’t contain a ProteinChip database is highlighted.

4. Once the preferred database folder is found, close the browse window by press-
ing the OK button.

5. Verify the path to the database folder you selected, then press Finish. You will
then be able to log into the database.
Logging in and out of databases

Each database is created with a default project and two default user names: Adminis-
trator and Guest. Both of these user names are created with blank passwords that
can be changed after the initial login.
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x
ﬁW Enter a valid uzer name and passward far
: the selected databaze,
Uzer Mamme: |Guest j Ok |
Pazsward: | Cancel |

Froject: | DefaultProject j

[ atabasze path;

C:A\Program FileshCiphergen PrateinChip® Software
2D atabagzeh

Figure 2-9: The ProteinChip Software Login dialog.

Initially, choose Administrator from the drop down menu. The path for the active
database is displayed at the bottom of the window. Once logged in, passwords and
new users can be created from the User Manager dialog accessed via the Options
menu. Only users specifically created for the current database are visible — if a user
was created on the same computer but for a different database, their name won't be
visible (see “Managing users” on page 40 for more information).

Once your session with ProteinChip Software is finished, you can log out of the pro-
gram by selecting Log Off from the File menu. Logging off helps prevent other users
from accidentally saving data into the wrong database.

Copying or moving a ProteinChip database

ProteinChip databases cannot be moved or copied from within the ProteinChip soft-
ware. Instead, use Windows Explorer to copy or move the entire database folder.

IMPORTANT: Do not alter, delete or rename any of the files in a ProteinChip database
folder. Doing so will corrupt the ProteinChip database.

To move or copy a database folder,

Exit the ProteinChip Software.

Open Windows Explorer.

Click the file or folder you want to move or copy.

On the Edit menu, click Cut (or Copy).

Browse to the folder in which you want to put the database folder or file.

On the Edit menu, click Paste.

o vk w -
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Data Now that you have created a database, this tutorial will guide you through creating a

management project, importing multiple experiment files into the project, and saving the experi-
. ments.

tutorial

Creating or opening a project

All data saved into a database resides within a given project. New databases include
a project named DefaultProject. You can create additional projects, as well as edit
the properties of the projects within a database. The name of the current (open)
project is shown in the Status bar, at the lower right corner of the ProteinChip Soft-
ware window.

l I LLSLIN by SLE [Ny | _J
11767
040197 #14. TP15 1
| || Stainless 07.02. 50 1M Ins + [~ |
|Project: Project 123 | | |Ready v

Project name

Figure 2-10: The current project name is displayed in the Status bar.

1. To create a new project, select the New | Project... item from the File menu,
which will open the New Project dialog (Figure 2-11).

Mew Project x|

[ ame | Dezcription | Shatus | Motebook, | I

DrefaultProject default I
Cancel |

< | i

* M ame: | Description;

Statuz; I

M otebook: I

Figure 2-11: The New Project dialog.
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Enter Import Tutorial for the project name. You can also assign a description, sta-
tus, and notebook number to a project. When the information is entered, press
OK. The new project will be created, and the software will automatically opens
the new project. The project name is shown at the bottom of the main window in
the Status bar (refer to Figure A-1 on page 119 for the location of the Status bar).

To open an existing project, select Open | Project from the File menu.

@ NOTE: In version 3 of the ProteinChip Software, it is not possible to delete a project from a
(n \ database. If the number of projects in a database becomes unmanageable, you may wish
l to create a new database.

Importing a single experiment file into a project

1.
2.

E|3.

Save
button

Save Experiment H

Open the Import window by selecting Import | Experiment from the File menu.

Locate the All-in-1 Protein MW Standards.xpt experiment file located in the
C:\Program Files\Ciphergen ProteinChip® Software 3.0\ Tutorials\Standards
folder and highlight the file. Press Open. The file will be shown in the software.

To save the file into the database, click the Save button on the Standard toolbar,
or select Save from the File menu. The Save Experiment dialog will open.

Praject: |Im|:u:urt Tutarial ;I

MHame I Dezcnption I Created by Cancel |

4 | 2

Crezcriptian; prezs cancel and then uge

M armne:; l.-’-'-.ll-in-1 Pratein b Standards _
[f you want to zave to afile,

File | E=park

Figure 2-12: Saving a new experiment into a project.

4.

Select the Import Tutorial project in the Project drop-down list.
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Enter All-in-1 Protein MW Standards as the experiment name.

Press OK. The file is now saved to the Import Tutorial project in your database.
All the sample properties associated with the file will be automatically entered
into the database as well.

To open the file from the database, click the Open Experiment button on the
Standard toolbar, or select Open | Experiment from the File menu. This will
bring up the Open Experiment dialog, allowing you to open experiments saved
in the current database.

Project: {Import Tutarial j

Mame Description Created b Cancel |

All-in-1 Pratein k' Standards

< | i

Figure 2-13: Selecting an experiment to open.

The Project field contains a drop-down list of projects. When a project is selected,
all of the experiments in that project will be displayed below the Project field.
Select the Import Tutorial project, then select the All-in-1 Protein MW Stan-
dards experiment. Click OK to return to the main software window.

Batch importing experiment files

The Open Experiment dialog only allows you to open experiment files saved in the
current database. If you want to use files stored in another database, or perhaps a file
sent by a colleague as an .xpt file, you will need to import the experiment files to the
current database.

Select Batch... from the File | Import menu to open the Batch Import and Save
to Database dialog (Figure 2-14).
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Batch Import and Save to Database _ﬁl

Praoject: |Im|:u:-rt T utarial j

|Experiment$ to [mpart:

Figure 2-14: The Batch Import and Save to Database dialog.

2. Select Import Tutorial project from the Project dropdown menu.

3. Press the New (Insert) button to begin selecting files to import. The ... button
will appear below the down arrow button.

button

Batch Import and Save to Database x|

Project; |Im|:u:nrt T utarial

|Experiment$ to [rpart:

Figure 2-15: Clicking the New button in the Batch Import and Save to Database dialog causes
the... button to appear.
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4. Click the ... button to open the Select Experiments to Import dialog (Figure 2-16).

Select Experiments ko Impork 7 x|

Lok jm: |‘,__i Spiking Study :J - £ B~

hs on imacd Cu + cyto © chip 01 Q099 xpt
hs onimac3 Cu + cvko © chip 02 Q057 ,xpk
hs onimac3 Cu + cvko © chip 03 O157,xpt
hs on imac3 Cu + cvko © chip 04 M925,xpt

File name: I Open I
Filzz of bype: IEiphergen Ewpenment Files [* =pt] _:] Cancel |

Figure 2-16: The Select Experiments to Import dialog.

o

5. Use the dialog to browse into the C:\Program Files\Ciphergen ProteinChip®
Software 3.0\ Tutorial Datasets\ Spiking Study folder on your hard drive.
6. Highlight all four spectra in the folder by highlighting the first spectrum, then

holding down the <Shift> key and highlighting the last spectrum. Press Open to
load the files into the Batch Import and Save to Database dialog.

Batch Import and Save to Database 1}

Fraject: Ilmpnrt Tutarial j

Cancel

x|
_ Coreel |

|E:-:periments to | miport:

C:APragram Files\Ciphergen PrateinChip® Software 3.05T ukarial D atazetzhSpiking Sh
C:hPragram Filez\Ciphergen PrateinChip® Saoftware 3.05T ukarial D atazetzhSpiking Sh
C:hProgram Filez\Ciphergen PrateinChip® Software 3.05T ukanial D atazetzhSpiking Sh

I::'xF'rDiram FiIesHEiiherien Prcuteinl:hii@’ Software 3.05T utorial Datasetshﬁiikinﬁ St

Figure 2-17: The Batch Import and Save to Database dialog, with files to be imported.
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7. Once the files are loaded, press OK to begin the batch import. Each file is loaded
into ProteinChip Software 3.0 and then automatically saved into the Import
Tutorial project in your database.

Exporting experiment files to other databases

Computers that cannot directly connect to your database will not be able to open
your files. To exchange files with other ProteinChip Software version 3.0 users, the
files must be exported from your database, and then imported onto other computers.
Files exported from v.3.0 can not be opened by previous versions such as v.2.1x.

1. To practice exporting an experiment, open the All-in-1 Protein MW Standard
experiment by choosing Open | Experiment from the File menu, then selecting
the All-in-1 Protein MW Standard experiment from the Import Tutorial project.

2. Select Export | Experiment from the File menu. The Export As dialog will open.

Save in; |_"__g Ciphergen ProteinChip® Software S.D:J = |‘j€ v

.:I Administrator !;I new user

"7 Databass 3 Quant

| IDefault User Cltest

:I Dacurnentation ':I Tukarial Datasets
T gladiato Cvip

:I Guesk

File name:  |&llin-1 Proteirfspt Save I
Cave as bype: |E:-:periment Ex=port [* xpt] j Cancel |

Figure 2-18: The Export As dialog.

&

3. Select a folder destination, such as C:\Program Files\Ciphergen ProteinChip®
Software 3.0.

4. Enter the file name All-in-1 Protein.xpt and press Save. The experiment will be
saved as a separate .xpt file that can be transported to another user via email,
FTP, or disk.

Each new database is automatically created with two users: Administrator, and
Guest. Each database has its own set of users. Users from different databases may
have the same name, but each database stores its own private list of passwords, so a
particular user’s password in one database may not work for the same user name in
another database.
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New users can be created, and existing users’ information and passwords can be
modified by logging in as the administrator and making the appropriate changes.

Creating new users

1. From the Options menu, select Manage Users, or click the Manage Users but-
ton on the Data Analysis toolbar, to open the User Manager dialog.

X

User Ligt: Set Uszer |

|.ﬁ.dministratnr

Edi... |

Figure 2-19: The User Manager dialog.

2. Click the New... button to add a new user. If you are not already logged in as the
administrator, The Log on dialog will appear, prompting you to do so. Only the
the administrator account is authorized to add or change users.

x

zer Mame: I.ﬂ.dministratnr

Pazaword: ||

] I Cancel

Figure 2-20: The Log on dialog.
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3. After you have logged in as the administrator, the Creating New User dialog will
open (Figure 2-21).

Creating Mew User 5'

Uszer Mame: |
Paszward: Betype Paszward:
FEirzgt Mame; Last Mame;
Phone; Email:

¢ Baok I Finizh I Cancel Help

Figure 2-21: The Creating New User dialog.

4. Enter the name and password for the new user. You may also enter additional
information about the user. When finished, click Finish.

@ NOTE: If the passwords in the Password and Retype Password fields do not match, you
| will be prompted to enter them again.

Modifying users
The administrator can edit any user information, including the password, at any time.

1. In the User Manager dialog, select the user to be modified and click Edit...

x

Uzer List; Set zer |

Adminiztrator
Guest
Sam Smith

Alice Adamz

Figure 2-22: Selecting a user to modify.
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2. The Edit User dialog will open. The name of the selected user will be shown in
gray at the top of the dialog.

Edituser x|

szer Mame: I.-’-'-.Iiu:e Adarns

Pazswiord: FRetype Pazzword:
FEirzt Mame: Last Mame:
Phone: Ermnail:

|
£ Cancel |

Figure 2-23: The Edit User dialog.

3. Make any changes, then click OK to accept the changes, or Cancel to leave the
user unchanged.

User-specific
files

NOTE: If a user’s password has been forgotten, use the Edit User dialog to create a new
password for the user.

Deleting users

In ProteinChip Software 3.0, it is not possible to delete a user from the database. To
prevent a particular user from accessing the database, use the administrator account
to change the user’s password.

Some data associated with the instrument and data acquisition is stored in folders
within the program installation directory. For each user, a folder is created with sub-
folders that contain:

¢ Analysis protocols

e (Calibration protocols

e Calibration equations

e Chip protocols

¢ Presentation protocols

e Spot protocols
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= Program Files' Ciphergen ProteinChip Software d defaul = IEIIE[

File Edit ‘“iew Favorites Tools  Help |ﬁ

J i Bark ~ = - | 'aSearch LY Folders & fHistary ||..""li" 0 x ﬂ| »

address | Zi\Program FilestCiphergen ProkeinChip Software 3,00 Default User j @GD

Folders ® | | Mame I
=] Ciphergen ProteinChip Software 3.0 a | [l Analysis
B Administrator [ Calibration
[ Database r Cchips
SR FC=r ol Liser [ IManual
{:—-l Anilysis L IPresentation
i ] Calibration 3 Spits
{:—l Chips DeFauIt Iser, user
<] Manual
{ll Presentation
r‘_l Spots j ﬂ I LI

|? object(s) (Disk free space: 6,56 GB) |5.83 KE |@. My Computer 5

Figure 2-24: Windows Explorer view of the contents of the Ciphergen ProteinChip Software 3.0
folder. The sub-folders within the user’s folder are labelled with the type of protocol they contain.

Note that user-specific files are not contained within the ProteinChip database, but
are maintained separately.
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Calibration specifies how time of flight data is converted to a mass measurement. Pro-
teinChip Software uses two types of calibration:

External Calibration: uses the calibration from one sample to determine the masses
in another. You can expect a mass accuracy of 0.5% or better with external calibra-
tion when using the model PBS |, and 0.1% or better with the model PBS Il reader.

Internal Calibration: used when the sample contains one or more known masses
that can be used to calibrate. Mass accuracy is generally 0.05% or better using inter-
nal calibration when using the model PBS I, and 0.02% or better when using the
model PBS Il reader.

Three-parameter calibration

The default calibration model is linear with regards to the relationship between the
square of the time of flight and mass-to-charge ratio. A higher-order quadratic cali-
bration allows for an additional degree of freedom, and can be used to generate a
more accurate mass value over a large mass range. If you wish to use the 3-parame-
ter fit, make sure that you select at least 4 or 5 calibration points for use in your cali-
bration spectrum.

Calibration settings are adjusted in the Calibration dialog (Figure 3-1), which allows
selection and centroiding of peaks, and assigning the correct mass and charge to the
peaks. The dialog is accessed by clicking the Calibrate toolbar button in the Data
Analysis toolbar.

Residual
plot
x
ass  Charge 1000 1
e e I _ v # {1000 =] PPM ﬂl
G 7941 2+H | Double | e8] _ oo |
Calibrant: | EERT— _'J o |j8 S
. 250 I ! ! . Add
Mass Z  Calibrant 500 | | | | WYz Dare] =
=ESh ' ' ' ' 1085 254 pris
1000 Eh :
0 10000 20000 30000 40000 Elgle|=

g [0zizir %107 ¢, [ooos
& |':' s J-parameter

Save bz

L

Figure 3-1: The Calibration dialog.

* Mass: used to enter the correct mass of the peak being calibrated.

¢ Calibrant: this drop-down list contains the list of defined calibrants. To edit the
list of calibrants, select Calibrants... from the Calibration menu.

¢ Charge: sets the charge of the selected peak.
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Internally
calibrating a
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|

Calibrate
button

A]

Centroid
button

3: Calibration

3-Parameter: Enabling this checkbox allows the software to create a quadratic
curve fit. With the checkbox disabled, a linear curve fit is used.

Residual Plot: displays the residual error of the calibration. Since the calibration
is calculating the CO and C1 terms, three or more peaks must be used in a cali-
bration before a residual is possible. The scale of the plot can be adjusted using
the combo-box control. The plot is useful for spotting outlying calibration
points that may have the wrong mass assigned or might need to be excluded
from the calibration to improve accuracy.

Add: adds the currently selected peak to the calibration.
Delete: removes the currently selected calibration point.

Change: adjusts the mass of the currently selected calibration point.

The instrument should be calibrated on a regular basis, preferably once per session.
Large changes in calibration values from day to day indicate problems with the instru-
ment or with the standards used. If the experiment requires mass accuracy of 0.5% or
better, then an external calibration standard should be included on each ProteinChip
Array. If mass accuracy of 0.1% or better is needed, an internal calibrant is required.

When the spectrum in the Data Average window is calibrated, the calibration equa-
tion used for subsequent data acquisition is automatically updated to the new set-
tings. This calibration equation is called the Default Calibration, and can be viewed
from the Calibration menu.

—_

4
5.
6
7

Open the Calibration dialog (refer to Figure 3-1) by clicking the Calibrate tool-
bar button in the Data Analysis toolbar.

Click the Centroid button in the Data Analysis toolbar to switch to the centroid
cursor, then click on the calibration peak in the spectrum. The current mass of the
peak will appear in the Mass field.

If the calibration peak is in the calibrant list, then select it from the Calibrant
drop-down. Otherwise, enter its mass in the Mass field.

Make sure the Charge value (Single or Double) is correct.
Click the Add button and the peak will be added to the calibration for this spectrum.
Repeat steps 2-5 for any remaining calibration peaks in the spectrum.

Click Apply to apply the calibration to the spectrum.

TIP: For increased mass accuracy; select the masses of the calibration standards to span
the range of proteins of interest.
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Creating a Calibration protocols allow creation of a list of calibrants for repeated application as
calibration an internal spectrum calibration. This eliminates the need to recalibrate spectra used
for calibration. Calibration protocols are especially useful when used in conjunction
protosol with the All-in-1 Standards product line. You can also create calibration protocols for
(tutorlal) your own MW standards.

This tutorial will guide you through the creation of a calibration protocol that can be
used with the All-in-1 Peptide Standards.

1. Open the Calibration Protocols dialog by selecting Calibration | Calibration
Protocols.

Calibration Protocols |

Pratacals: Close

Delete

Edit...

[

Ay

Figure 3-2: The Calibration Protocols dialog.

2. Click the New button. The Protocol Name dialog will open (Figure 3-3).

Protocol Name |

Enter the name of the new calibration
protocol,

< Bark Hexts | Cancel I Help

Figure 3-3: The Protocol Name dialog.
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3. Enter Calibration Tutorial as the name for the new calibration protocol, then
click Next. The Calibrants dialog will open.

X
Mass M ame
|| | j [ Bequired Add

Mazz [Da] | Calibrant Hemoye |
1034247

[Arg8)Y azopressin

1637.903 Somatostatin

3455341 |hzulin B-chain [bovineg]
5807.653 Irzulin [human recombinant]
F033.614 Hirudin BEHY

a | )]

< Back I Mest » I Cancel | Help

Figure 3-4: The Calibrants dialog.

4. Click the Name drop-down box to open the list of calibrants, and select [Arg8]-

Vasopressin (Figure 3-5). The calibrants are listed by size. Click Add to include it
in the calibration protocol.

=
Mazz Marme
| l j [T Bequired  2dd

3] azopressin

Mazz [[a] [Angictenzin | [human] Bl e

[Glul]Fibrinogen peptide =

Somatostatin

Dynorphin & [203-225] [porcineg]
ALCTH [1-24] (human)
Beta-endorphin [61-97] [human]
Ihzulin B-chain [bovine] i

4 | i

< Back I T erts | Cancel | Help

Figure 3-5: Selecting a calibrant to add it to the calibration protocol.
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5. Repeat this process to add each of the following calibrants: Somatostatin, Insulin
B-chain (bovine), Insulin (human recombinant), and Hirudin BKHV. The selected
calibrants will be displayed in the scrolling field in the middle of the Calibrants
dialog. If you include a calibrant by mistake, remove it by selecting it and clicking
the Remove button (Figure 3-6).

Calibrants |

=| [T Bequied  Add

Mazz [Da Calibrant Remowve
1084, 247 [ArgE]Y azopressin

1637903 Somatostatin

3495 541 Inzulin B-chain (bovine)
RA07 653 [nzulin [huran recarmbinant]
7033614 Hirudin BEHY

<] | i

4 Back I Mest > I Cancel | Help

Figure 3-6: Removing a calibrant from the calibration protocol.

Qi® \ NOTE: The order of the calibrants in the list you create is not important.

6. When you have finished adding calibrants, click the Next button to go to the
Settings dialog (Figure 3-7). Make note of the settings used to identify the cali-
brants. The settings can be modified if you have difficulty detecting the calibrants.
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settings x|
Match Peaks |3 % of empected mazs

Minirnuimn |rbersib: |-| 0 S/M

b atching Bule: ILargest Paak j
M ax. Mizzing |EI
M axirmurn Charge: |'|

v FEit &ll Coefficients
[ Combine Calibrants af &l Spectra

< Back I Finizh I Cancel Help

Figure 3-7: The Settings dialog.

7. Click Finish, which will close the Calibration Protocols dialog and save the cali-
bration protocol. The new calibration protocol will be accessible via the Protocols
list in the Calibration Protocols dialog.

NOTE: Calibration protocols are stored in the Calibration folder within a database user’s

@ folder. Protocols can be shared with other users by using Windows Explorer to place a
l copy of the calibration protocol in the other user’s Calibration folder. See “User-specific

files” on page 43 for more information.

8. Create a new project called Tutorials by selecting File | New | Project to open the
New Project dialog (Figure 3-8). Enter Tutorials in the name field, then click OK.
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Mew Project I x|
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Statuz; I

Motebook: I
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Figure 3-8: Creating a new project called Tutorials.

9. The new Tutorials project automatically becomes the current project.

10. Select File | Import | Experiment, then import the experiment file all-in-1 pep-

tide.xpt from the C:\Program Files\Ciphergen ProteinChip Software
3.0\Tutorial Datasets\Standards folder.

11. Choose Save from the File menu. The Save Experiment dialog will open. Make
sure Tutorials is selected in the Project drop-down box, then click OK to save all-

in-1 peptide.xpt to the database in the Tutorials project (Figure 3-9).
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Save Experiment ﬂ
&
Mame | Dezcnption | Created by Cancel |

Project:

4 | 2

I arne: Iall-in-‘l peptide

If ywou want bo zave to a file,
Ciezcription: prezz cancel and then ugze
File | Export

Figure 3-9: Saving the all-in-1-peptide experiment in the Tutorials project.

12. Select the first spectrum in the experiment by clicking on its sample tag.

13. Apply the Calibration Tutorial protocol by selecting Calibration Tutorial under
the Calibration | Calibration Protocols menu. The software will automatically
detect the specified calibrants, and generate a new calibration equation for the

spectrum.

Calibration protocols reside in the Calibration subfolder in the user's folder inside the
Ciphergen ProteinChip Software 3.0 folder (accessible via the Windows Explorer,
Figure 3-10). Like all other protocols, calibration protocols can be shared with other

users by copying the protocol into that user's Calibration subfolder.
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Figure 3-10: Windows Explorer view of the contents of the Ciphergen ProteinChip Software 3.0
folder. The sub-folders within the user’s folder are labelled with the type of protocol they contain.

Protocols can be transferred, shared, or copied between users with no restrictions. To
delete a protocol, use Windows Explorer to remove the protocol from its subfolder.

For further information on calibration protocols, consult the online help file located
under the Help menu.
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ProteinChip Software includes a complete set of analytical tools to extract and pro-
cess information from raw spectrum data. The software tools have been tuned and
should not require any manual adjustment in most cases. However, some basic
understanding of how these tools work may be helpful in troubleshooting problems.

The peak detection algorithm

The peak detection algorithm identifies a possible peak when it detects a rise and fall
greater than a specified threshold. It then refines the selection by analyzing peak
height (default), width, area, or a combination of these properties.

Peak detection thresholds are usually specified in signal-to-noise ratios (S/N) to allow
for a uniform criterion across the M/Z axis, because peaks gradually become flatter
and more spread out at higher mass. (See “The noise algorithm” on page 61, for
detailed information.)

The baseline algorithm

The baseline algorithm tries to find a smooth line that follows the trace more or less in
the middle of the high frequency noise without rising into the peaks. Its primary pur-
pose is to correct for artifacts from the EAM (Energy Absorbing Molecules) on the
spectra although the algorithm is flexible enough to flatten the spectrum trace in
most cases regardless of the cause. However, it is occasionally necessary to manually
adjust the algorithm parameters to get the algorithm to work. The following is an
example in which the baseline algorithm fails to track the spectrum.

1] B000C 100000 180000 200000 280000
75
a0
25
D P

1] s00oc 100000 150000 200000 250000

Figure 4-1: Sample data with baseline correction applied to it. The large “hump” in the data indi-
cate that the baseline algorithm is not smoothing the data enough.

In order to see what the algorithm does, turn off baseline correction and also turn on
the baseline display (enable Baseline on the Display page of the Presentation Proto-
col Properties dialog. See “The Display page” on page 106 for more information).
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1] =000c 100000 150000 200000 280000
100
a0
:
=50
-100
0 R000c 100000 151000 200000 280000

Figure 4-2: Sample data with baseline correction turned off, and the baseline display turned on
(green line).

The large gap between the spectrum and the baseline indicate the way in which the
algorithm failed and produced the spectrum in Figure 4-1. To correct the problem in
this case, the baseline Fitting width is reduced in the Baseline page of the Analysis
Protocol Properties dialog until the baseline closely tracks the spectrum along its
entire length.

1] S000C 100000 150000 200000 2580000
100
a0
:
=50
=100
1] B000C 100000 181000 200000 280000

Figure 4-3: Sample data with baseline correction turned off, and baseline display turned on (green
line). The Fitting width has been reduced until the baseline closely follows the spectrum.

Re-enabling baseline correction should yield the expected result — a relatively flat,
smooth spectrum with sharply distinguished peaks (Figure 4-4).
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1] S000c 100000 15000 2000m 250000

40

:

1] S000c 100000 15000 200m 250000

Figure 4-4: Sample data with baseline correction, after baseline correction has been adjusted.

The filtering algorithm

The default Average filter should suffice in most cases but the Savitsky-Golay filter is
more suitable for peptide ID applications.

The peak area algorithm

The peak detection algorithm can optionally cull peaks by peak area. This requires
knowledge of the peak boundaries in addition to peak height. There are currently
three options for defining peak boundaries in the software. (These options are
described in “The Area page” on page 67.)

Occasionally the peak area algorithm fails to determine or over-estimates the area of
shoulder peaks. The Show Peak Boundaries option can be used to troubleshoot such
problems. Nevertheless, peak area can be a useful culling criterion for high mass
peaks, which tend to be flat and spread out.

The noise algorithm

“Noise” is a measure of the variation in the signal, not of the signal itself. To visualize
how much noise the software calculates to be present in a spectrum, activate the
Noise checkbox on the Display page of the Presentation Protocol Properties dialog.

If the data are being filtered, the noise may appear to be quite low. This is due to the
way noise is calculated. Since the noise varies along the M/Z axis, the noise algorithm
divides the axis into a pre-defined number of equal segments when estimating the
noise. The noise at a location x, is estimated using the standard error of a linear
regression of the trace data points in a segment surrounding x,. However, the pres-
ence of peaks in a spectrum distorts this computation. The algorithm compensates for
the distortion by heuristically using only a fraction of the trace’s data points to esti-
mate the noise. It also smooths the resulting noise function rather heavily.
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Analysis protocols group together parameters used for calculations performed on a
spectrum. Analysis protocols are created and edited in the Analysis Protocols Prop-
erties dialog (refer to Figure 4-5), accessed by selecting Analysis Protocol Proper-
ties... from the Options menu or by clicking the Analysis Protocol button in the
Data Analysis toolbar.

The Protocols page

The Protocols page of the Analysis Protocol Properties dialog (Figure 4-5) allows
previously saved analysis protocols to be applied to the current spectra, saving the
current analysis protocol for later use in another spectrum, deleting protocols, and
resetting a protocol to factory defaults.

Analysis Protocol Properties X|

Fratacals | Deteu:tiu:unl Baselinel Filteringl frea I Moize I PLS I b azs Llnitsl

|.-’-'-.na|_l,lsis Protozaolz: El st |d|

efault

F. I Cancel Aply Help

Figure 4-5: The Protocols page of the Analysis Protocol Properties dialog.

TIP: Analysis and presentation protocols can be applied to multiple spectra in experiment
mode. Hold down the <Shift> key (for contiguous selection) or <Ctrl> key (for discontigu-
ous selection) and select the spectra tags, or press Ctrl-A to select all of the spectra in an
experiment, then open the Analysis Protocol Properties dialog.

e Save As (small disk picture): opens a dialog that allows you to re-name and
save the protocol selected in the Analysis Protocols list.

¢ Delete (X): deletes the protocol selected in the Analysis Protocols list.

¢ Factory Defaults (small picture of a factory): resets the selected protocol to the
default settings.
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The Detection page

The Detection page of the Analysis Protocol Properties dialog (Figure 4-6) con-
trols the parameters for automatic and manual peak centroiding.

Analysis Protocol Properties B _El

Protocols  Detection | Baselinel Filteringl Area I Moize I FLS I b azs Llnitsl

—.-’-'-.utu:u.n.wftu: peak, detection O atant F'eaksl
Sengtivity  lesz J mare
........... Clear Peaks |
Min mazz: |'| 0oo Dot |
—"RealPeak’ centraiding————— | Manual peak detechion

Uze top: |‘I 0 3: % of peak
- Label iz at: ||:entr|:|il:| "I
Eroadening |3 3

ol

0k I Cancel Spply Help

Figure 4-6: The Detection page of the Analysis Protocol Properties dialog.

¢ Automatic peak detection: this slider varies the peak detection sensitivity. The
actual numerical values that the slider changes are set in the Automatic Peak
Detection Options dialog, described in the next section.

e Min mass: sets the minimum mass that the automatic peak detection will use
in attempting to find a peak.

e Detect Peaks and Clear Peaks: buttons that allow experimentation with new
peak detection settings on the currently selected spectrum.

* Options...: opens the Automatic Peak Detection dialog, described below.

e “RealPeak” centroiding: the options in this section of the dialog define the
region to be used for assigning the centroid.

e Use top: specifies the percentage of the peak to use in centroiding.

* Broadening: the value used to adapt the centroid cursor for wider values at
higher masses.

e Manual peak detection: this setting allows you to choose between manually
labeling peaks either at the true centroid or at the location of the mouse click.
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Automatic Peak Detection Options

The Automatic Peak Detection dialog (Figure 4-7) controls how peaks are found.
The Sensitivity slider on the Detection page of the Analysis Protocol Properties
dialog interpolates between the low and high sensitivity values entered in this dialog.

5
im0
Senzitvity  Sensitivity

Minimum walley depth |2 Itimes the noise j Cancel |

Feak conditions

v Height {10 f2 Itimes the noise |

[ “width at half height I'-'I 5 I".'.':|5 I'.ims: expected peak width j

[~ Area [1 1

Figure 4-7: The Automatic Peak Detection dialog.

* Minimum valley depth: controls the minimum difference in height between a
peak and its nearest neighbor.

¢ Peak conditions: these checkboxes can be marked to limit the peaks found by
several different criteria:

¢ Height: controls the minimum height from baseline that will be considered a
peak. Peaks below this value will be discarded.

e Width at half height: controls the minimum width that will be acceptable for
a peak.

* Area: rejects peaks with areas lower than the specified value.
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The Baseline page

Analysis Protocol Properties x|

F'ru:utu:u:u:ulsl Detection Baseline |Filtering| fres I Moize I PLS I Mazs Llnitsl

— Smoathing
¥ Sroath befare fiting bazeling

"Whindow |25 poirts

— Parameters

v Autamatic

Fitting width |5 times expected peak width j

k. I Cancel | Al | Help

Figure 4-8: The Baseline page of the Analysis Protocol Properties dialog.

N TIP: The Apply button can be used to see the effect of changing a parameter before clos-
<{‘» ing the dialog — handy for changing the baseline or filtering settings and immediately
> observing the changes on the spectrum.

¢ Smooth before fitting baseline: using this option can improve the accuracy
of the baseline by fitting the data to a moving average before calculating the
baseline.

¢ Window: specifies the width of the moving average filter used.

* Automatic: selecting the Automatic checkbox assigns the automatic fitting
width, which works well for most data. Deselecting the Automatic checkbox
enables the Fitting width field, allowing you to manually select a fitting width
for the baseline segments.
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The Filtering page

Filtering can significantly improve signal-to-noise ratios by removing high frequency
noise from the spectrum. However, excessive filter widths can distort peaks and
reduce resolution.

Analysis Protocol Properties i ﬂ

F'ru:utu:u:u:ulsl Detectiu:unl Bazeline  Filtering |.-i'-.rea I Moize I FLS I b azs Llnitsl

— Filker

........

¥ Awerage Width: IUE ﬁ I times expected peak width j

" Savitsky-Golay  Order: I-‘1 E

[ Signal enhance

— Pattern Pre-filter
[ On wfidth: |.-1

— Statizticz

Average noize; |1 .34953 Signal/Moize at max zignal: |25.51 7
(] I Cancel Apply | Help |

Figure 4-9: The Filtering page of the Analysis Protocol Properties dialog.

e Average: if selected, a moving average filter will be calculated. The units of the
filter width can be times expected peak width, Constant Daltons or Con-
stant, Points. Using times expected peak width makes the width of the filter
vary with mass, becoming wider at higher masses at which peaks are wider.
Typical values for this unit are 0.1-1.0. See “The Mass Units page” on page 70
for a description of how the expected peak width is calculated. This filter is
most effective over the full mass range and is thus the default filter.

¢ Savitsky-Golay: a good choice for preserving peak shapes of narrow peaks. If
the main peaks of interest in the spectra are below an M/Z of approximately
2500, this filter is appropriate. Only Constant Daltons or Constant, Points are
allowed as width units for this filter.

¢ Signal enhance: accentuates the lower, flatter peaks common to the high mass
range. The underlying data is unaffected, however signal noise statistics can
change. Signal enhance can be switched on and off. It is only available with the
Average Filter option.

¢ Pattern Pre-filter: if active, removes point-to-point “saw-like” noise that can
be part of the spectrum data, especially if the data are collected at 500 MHz or
above. By default, it is a 4-point pattern period filter.
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The Area page

The Area page determines how the areas of peaks are calculated, giving you the
choice of indirect, slope based, or direct calculation.

Analysis Protocol Properties x|

F'ru:utu:u:u:ulsl Detectiu:unl Baselinel Filtering  Area |N|:ui$e I FLS I b azs Llnitsl

Thiz dialog allows you to specify how the system determines a peak area
" Indiract

Height at which to bracket peaks [ona Ota 1 II].E 1
Wwiidth expanzion factar; |._ 5_2%3:

F'eakl:u:uundar_l,l I'I Itimes the nioize LI
per |1 Itimes expected peak widthj
" Direct Left side of Gl Da  Right zide af |5|'.I La

™ Show peak boundaries

0k I Cancel | Spply | Help |

Figure 4-10: The Area page of the Analysis Protocol Properties dialog.

¢ Indirect: this option finds the area by measuring the peak width at the speci-
fied height from the baseline and multiplying it by the chosen Width expan-
sion factor (slope-based or direct, see below).

¢ Slope based: this method finds the peak boundaries by measuring the slope
of the spectrum data and determining when it is less then the specified value.
This option works well with resolved peaks that have signal to noise ratios
larger than 10.

¢ Direct: allows the peak width to be set to a specific width, in daltons. This
option is useful if you have one peak that you wish to estimate the area of in a
spectrum, and the other methods are unsuccessful, usually because the peak
has a low signal-to-noise ratio or overlaps another peak.

* Show Peak Boundaries: fills the peak area with color. This option can slow dis-
play of the spectrum and is not recommended if the spectrum is being dis-
played in the Data Average window.
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The Noise page

The Noise page (Figure 4-11) controls how the noise values are calculated through-
out the spectrum.

Analysis Protocol Properties 3 ﬂ

F'ru:utu:u:u:ulsl Detectiu:unl Baselinel Filteringl frea Moise |F'LS I b azs Llnitsl

— Segment for measuring lozal noize “Mojge———
From: E |Z of gpectrum zize, data paints ;I Min: m
Ta |1 oo I‘Z of spectrum size, data paints j b |3.E|BE|3I3

— Fitting wirdow —A&f Max Sighal——
Width: 100 [data points ~| || Moise: [352723°
At least: |1 Itimes filter wiridow width j Sig/Mo; |25.E1 i

Drefine noize az zigma |3 Mumber of averaged noize pointz |‘I 1]

0k I Cancel Spply | Help |

Figure 4-11: The Noise page of the Analysis Protocol Properties dialog.

¢ Segment for measuring local noise: defines the spectrum region for the noise
calculation. Typically, the matrix (EAM) portion of the mass range is excluded
from noise calculation. The units can be % of spectrum size, data points;
% of spectrum size, Daltons; and Daltons.

¢ Fitting window: these parameters control the window width of each noise seg-
ment measured. The width can be specified in units of times the expected
peak width, Daltons or data points. A typical range of values for this parame-
ter is 50 to 100 data points.

¢ Define noise as sigma X: the standard deviation of the points in a segment are
calculated and multiplied by this value to give an estimate of noise for this seg-
ment. Typically a value of 3 works well.

* Number of averaged noise points: since the estimate of the noise is highly
variable for any one measurement, several measurements are averaged to
improve the quality of the estimate.
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The PLS page

The PLS page is used to specify rules for identifying amino acids from Protein Ladder
Sequencing data.

Analysis Protocol Properties x|

F'ru:utu:u:u:ulsl Detectiu:unl Baselinel Filteringl Area I Moize FLS |Mass Llnitsl

Protein Ladder Sequencing :
; : : : = |dentity PLS |
E pzilon far matching mass differences to amino 1.5 Da

Display: A C.D.. £ Ala, Cys, Asp...
v Emor labels witPI'I 3: decimal places

Digzard peak blm.h] related to another peak B H] if:
I~ s within M + |0 + [0 Da [~ andh<H*[0

I~ s within b + {0 + |0 Da [~ andh<H=[0

0k I Cancel | Spply | Help |

Figure 4-12: The PLS page of the Analysis Protocol Properties dialog.

¢ Epsilon for matching mass differences to amino acids: determines how large
a window is used when finding candidate PLS amino acids.

¢ Display: has options for displaying the sequence as single letter amino acid
abbreviations or 3 letter codes.

¢ Discard peak: contains settings that are rules for ignoring specific mass rela-
tionships so that adducts do not interfere with PLS identification.
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The Mass Units page

The Mass Units page (Figure 4-13) defines the values used to estimate peak widths
and mass errors. Since these values vary over the mass range, tables are used to

define the values at specific masses, and the value at a given mass is calculated by lin-
ear interpolation.

Analysis Protocol Properties x|

F'ru:utu:u:u:ulsl Deteu:tiu:unl Baselinel Filteringl Area I Moize I FLS  Massz Units |

Matchif £ |'| Itimes expected mass emrar j
[ Find related peaks that don't have the +1H peak

|' Multiple-charge peaks

Expected Peak 'Width: Expected b azs Ermor:
Pozitian [0 a] Width [Cra) Fozitian [[ra] Errar [#]
0 10 - 0 0.5
20000 GO0 10000 1

50000 2000 100000 1
100000 5000

20000 13000 fhd |

k. I Cancel Al Help

Figure 4-13: The Mass Units page of the Analysis Protocol Properties dialog.

e Use predicted width: if this option is checked, peak widths are predicted from
the peak broadening factor, instead of using the Expected Peak Width table.

e Multiple-charge peaks: these options control the mass tolerance when finding
multiply-charged peaks.

e Expected Peak Width: used when a width unit is required.

e Expected Mass Error: used if mass tolerance values are required, for example
in the multiple-charge peak determination.
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Managing Experiments are a powerful way of displaying and analyzing groups of data files.

experiments Opening experiments

5| 1. To open an experiment, select Open | Experiment from the File menu or click
Open the Open Experiment button on the Standard toolbar. This will bring up the
Experiment Open Experiment dialog, allowing you to open experiments that have been
button saved in the current database.

Open Experiment il
7]
I arne | Dezcription | Created by Cancel |

Chip 01 Guest
Chip 02 Guest

Project:

1] | 1

Figure 5-1: The Open Experiment dialog.

2. In the Open Experiment dialog, first select the project containing the experi-
ment(s) you want to open, then select one or more experiments from the list. You
can select multiple experiments by using the <Shift> (for contiguous selections)
or <Ctrl> (for discontiguous selections) keys. You can sort the list of experiments
by single-clicking the column headers.

Importing single experiments

The Open Experiment dialog only allows you to open experiment files saved in the
current database. If you want to use files stored in another database, or perhaps a file
sent by a colleague as an .xpt file, you will need to import the experiment files to the
current database. Experiments can be imported singly, or in batches. The steps below
outline how to import a single experiment.

1. Select Import | Experiment (.xpt)... from the File menu. The Import file dialog
will open.
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fmportfile 2| x|

Laak ir: |e_g Ciphergen ProteinChip Software 3.0 :J s |-=j€ v

| Administratar _ITutarial Datassts
_|Database I Tutarials
| ST Def ault User
:I Dacurnentation
:I Gueskt
:I Quank

File name: I Open I
Filzz of tope: IEiphergen Files [*.=pt) _:] Cancel |

Figure 5-2: The Import file dialog.

A

2. In the Import file dialog, browse to the *.xpt file you wish to open.

3. Note that if you want to add the experiment to the current database, you must
explicitly save it into the database (see “Saving experiments” on page 77).

Batch importing experiments
The ProteinChip Software allows batch-importing of files for convenience.

1. Select Batch... from the File | Import menu to open the Batch Import and Save
to Database dialog (Figure 5-3).
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Batch Import and Save to Database } _ﬁl
Project: |Im|:u:-rt Tutarial j

|Experiment$ to [mpart:

Figure 5-3: The Batch Import and Save to Database dialog.

2. From the Project drop-down menu, select the project into which you want to
import the files.

3. Press the New (Insert) button to begin selecting files to import. The ... button
will appear below the down arrow button.

Batch Import and Save to Database il

Praoject: | Irmpart Tutarial ;I

New (Insert)
button

Cancel

x|
_ Concel |

|E:-:periment$ to Import:

Figure 5-4: Clicking the New button in the Batch Import and Save to Database dialog causes
the... button to appear.

4. Click the ... button to open the Select Experiments to Import dialog (Figure 5-5).
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Select Experiments to Impork x|

Look jm: |‘-‘j_'ﬂ Spiking Study j P £ Ea-

File name: | Oper I
Files of tvpe: |Eiphergen Experimert Files [*.xpt) j Cancel |

Figure 5-5: The Select Experiments to Import dialog.

A

5. Use the dialog to browse to the directory containing the experiment files you
wish to import.

6. Select the spectra to be imported by highlighting them, holding down the <Ctrl>
key to select multiple spectra as desired. Press Open to load the files into the
Batch Import and Save to Database dialog.

Batch Import and Save to Database ) il
Praject: |Im|:u:-rt Tutarial j
Cancel |

|Experiment$ to |mport:

C:hProgram Filez\Ciphergen PrateinChip® Software 3.05T ubarial D atazetzhSpiking Sh
C:Program Filez\Ciphiergen ProteinChip® Software 2,00 uborial D atazetzhSpiking Sh
C:AProgram FileshCiphergen ProteinChip® Software 3.05T uborial D atazetzsSpiking St

I::'xF'rDiram FiIesHEiiherien Prcuteinl:hii@‘ Software 3.05T utorial Datasetshﬁiikini St

Figure 5-6: The Batch Import and Save to Database dialog, with files to be imported.
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7. Once the files are loaded, press OK to begin the batch import. Each file is loaded
into ProteinChip Software 3.0 and then automatically saved into the selected
project in the database.

@ NOTE: See the “Data management tutorial” on page 35 for a step-by-step tutorial on
| batch-importing experiments into databases.

Saving experiments

1. To save an experiment, select Save from the File menu. If the experiment was
opened from the current database, it will automatically save any changes into the
database. If you want to save an experiment to a different project or with a differ-
ent experiment name, select Save As... from the File menu to open the Save
Experiment dialog (Figure 5-7).

2. If the experiment was imported to the current database, or if you are using Save
As... to save it with a different name or to a different project, choosing Save or
Save As... from the File menu will open the Save Experiment dialog (Figure 5-7).

Save Experiment ﬂ

Project: |MyProject j
I ame | Drescription | Created by Cancel |

Chip 01 Guest
Chip 02 Guest

4| | i

Name: |Chip (13

If wou weant to save ta a file,
Drescription; prezs cancel and then uge
File | Expaort

Figure 5-7: The Save Experiment dialog.

3. In the Save Experiment dialog, select the project you wish to save the experi-
ment into from the Project dropdown list.
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4. Enter an experiment name in the Name field. The default experiment name will
be based on the original.xpt filename.

You may optionally enter a description of the experiment.

6. When saving an experiment that contains copies of spectra that already exist in
the project you are saving to, the Overwrite sample props? alert will appear
(Figure 5-8). The alert allows you to choose which sample properties to keep. To
keep the sample properties already in the database, select No or No to All. If
you wish to overwrite the sample properties in the database with the sample
properties in the spectra you are saving to the database, select Yes or Yes to All.
Selecting No to All or Yes to All will answer No or Yes for all the spectra that
have this conflict.

Overwrite sample props? ﬂ

A copy of gpectum “he chlue cuw + 100 cyto c/A00L[3" already exists in the
databagze. Owverwrite zample properties for all copies of thiz spectum’?

o Mo ta Al Mo |

Figure 5-8: The Overwrite sample props? alert.

Changing experiment names

1. The name of the current experiment can be changed by selecting File | Proper-
ties | Experiment.... The Experiment dialog will open.

Experiment ﬂ

Project:  DefaultProject

Mame: |Mew name

Dezcription:  [Just renarning my experiment.. |

ak. | Cancel |

Figure 5-9: The Experiment dialog.

2. Enter a new name and change the experiment description as desired. Click the
OK button to implement the changes. If you have entered the name of an exist-
ing experiment in the current project, an alert will appear, prompting you to
enter a different name.
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Ciphergen ProteinChip Software il

&n experiment by this name already exisks in the selected project, Please enter a new experiment name,

Figure 5-10: The alert that appears when experiment names conflict.

Deleting experiments

1. To delete an experiment, select Delete | Experiments... from the File menu. The
Delete Experiment dialog will open.

Delete Expetiment |

Froject: |MyProject j
I ame | Dezcription | Created by Cancel |

Chip 02 Guest

| | i

Figure 5-11: The Delete Experiment dialog.

2. Use the Project drop-down list to select the project from which you wish to
delete an experiment, then select one or more experiments from the list. You can
select multiple experiments by using the <Shift> key (for contiguous selections) or
<Ctrl> key (for discontiguous selections). You may sort the list of experiments by
single clicking the column headers. When you have finished selecting experi-
ments, click the OK button.

3. An alert will appear, requesting you to confirm that you wish to delete the
selected experiments (Figure 5-12). Click the Cancel button to be returned to the
Delete Experiment dialog, or click OK to continue deleting the file(s).
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Are wou sure you want to deleke the selected experiments?

ancel |

Figure 5-12: The Delete alert.

4. If an experiment you have selected to be deleted is currently open, you will not
be able to delete it and an error message will appear (Figure 5-13).

Ciphergen ProteinChip Software El

& Experiment "Chip 01" is currently open and will nok be deleted,

Figure 5-13: The error message that appears if an open experiment is selected for deletion.

Inserting spectra into experiments

1. Open an experiment, then select Insert Item... from the Experiment menu.
The Insert spectra dialog will open. The dialog allows you to browse through
the projects, experiments, and spectra associated with the current database. An
experiment doesn’t need to be open for you to insert its spectra into another
experiment.
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Insert spectra

Xl
— Filker spectra g

Project:  |MuyProject j v Chip infa
: Cancel
" Show all in project % Show spectia in experiment: V' Sample info
= .

£ Show individual spectra IEhip ] j W' Protocal infa
[1ate | Lazer High | Lazer Low | Ingt Senial um | Spot # | Chip Sera... | Chip Type |
4/25/2000 4:4729 P 2BR 265 B, 0033 IbAacs
4/25/2000 4:4729 P 2BR 265 B 0033 IMarc3
4/25/2000 4:4729 P 2BR 265 C 0033 IMAC3
4/25/2000 4:4729 P 265 265 ] 0033 IMAC3
4/25/2000 4:4729 P 2BR 265 E 0033 IbAacs
472572000 4:47 29 P 2BR 265 F 0033 IMaC3
4/25/2000 4:4729 P 2BR 265 G 0033 IMAC3
4/25/2000 4:4729 P 265 265 H 0033 IMAC3

Kl | o

Figure 5-14: The Insert spectra dialog.

2. Use the Filter Spectra options to select the project, then select which spectra in
the project you want to view. You may want to view all spectra contained in all
experiments in the project, to view only the spectra contained in a particular
experiment, or to view only the spectra saved as single spectra in the project.

3. Use the dialog’s View options to select which spectra fields you want to view.
You may want to view chip information including the chip serial number and
type, the sample information including sample group (important when using
the Biomarker Wizard), or the protocol information including fraction, wash,
and EAM information.

4. Select spectra from the list. You can sort the list of spectra by single-clicking on
the column header of the field you wish to sort by. Clicking twice on a column
header will toggle from ascending to descending order. You can select multiple
spectra by using the <Shift> (for contiguous selections) or <Ctrl> (for discontigu-
ous selections) keys.

5. When you have finished selecting spectra, click the OK button to insert the spec-
tra you have selected into the current experiment.
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Editing sample properties

1.

Select Sample Properties... from the Experiment menu. The Sample Properties
dialog will open (Figure 5-15).

: Sample Properties x|
— Show/Hide Fieldz 0k
[T Acquisiioninfo W Chipinfo W Sampleinfo W Protecol info Cancel
Chip Serial ) Bioprocess| Sample Sample Sample
3 LEE Hum Chip Type or Hame Group Type
1 hs chlug cu (0099 s - hs + 100fm c [100 fm
2 hz chiue cu [O099 = hz +100fm ¢ 100 fm
3 hz chiue cu [O099 H4 hz +100fm ¢ 100 fm
4 hz chlue cu Q099 P20 hz + 100fm ¢ (100 fm
5 hs chiue cu (0099 =] hs + 300fm c |300 fm
B hs chiue cu | 0099 EPE':' hs + 300fm c | 300 fm
U
7 hz chiue cu [O099 LS A% hz + 300fm ¢ 300 fm
g hz chiue cu [O099 Livicwsn hz + 300fm ¢ 300 fm
IMACAD
MP
MP2
H1 M
Jl | i
P

Figure 5-15: The Sample Properties dialog.

Use the Show/Hide Fields options to select which fields to show/hide. In the fig-
ure, the Acquisition info (laser intensity, acquisition date) is hidden.

You may edit any of the sample properties that are not read-only (the acquisition
information is read-only). If the experiment you are editing is saved in the current
database, you may select from a list of existing sample properties in the database
(as shown for Chip Type in Figure 5-15).

After clicking the OK button, the sample properties will be cached with the exper-
iment. They will not be saved unless you save the experiment.

For experiments that are stored in a database, the sample properties must remain
consistent across all copies of a spectrum. While the analysis properties applied to
multiple copies of a single spectrum may vary, the sample properties must remain
consistent for all copies of the spectrum. See the previous section on saving
experiments for more details.
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Sorting the spectra in an experiment

1. Select Sort Item... from the Experiment menu. The Sort dialog will open.

x|
—Sort by
o .
Sample Group j ESDEndm.g
" Descending
Sarmnple Mame -

[ [Sample Tupe .
F'atiepnt P i+ Azcending
“Wash " Descending

| Fraction

—1EAM Compound
EAM Dilution & .
EaM Salvent ﬁseend.m_g
EaM Volumne " Descending

—|Sample Prep [

Dezcriphion -
HF. | Lancel

Figure 5-16: The Sort dialog.

2. Use the Sort dialog select the field(s) you wish to sort by. You may select up to a
3-level nested sort. The fields that you may sort by are the same fields as in the
Sample Properties dialog.

Designate Ascending or Descending order for each level of sort.

4. When you have finished specifying the sort order, click OK to sort the spectra.

Working with  Navigation tips for experiments

experiments * To select a spectrum in an experiment, click on the spectrum tag to the right of
the spectrum.

¢ To select all of the spectra in an experiment, press Ctrl-A.

¢ To de-select all of the spectra in an experiment, click outside the spectra and
not on an item tag or an annotation.

¢ The analysis and presentation protocols work on groups of spectra in an exper-
iment. Select the spectra to operate on before opening one of the protocol dia-
logs.

¢ Individual spectra can be inserted into an experiment using the clipboard.
Select the spectrum window and press Ctrl-C to copy it. Select the experiment
window and press Ctrl-V to paste a copy of the spectrum into the experiment.
Spectra can also be copied and pasted between experiments.
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¢ The Mass Range slider control appears at the top of an experiment file
(Figure 5-17). This slider allows you to easily traverse the entire mass range. The
width of the mass window is determined by the current zoom range — simply
move the slider back and forth to explore the mass range.

[N il

Figure 5-17: The Mass Range slider control.

¢ Using the mouse, it is possible to change the intensity scale or traverse the mass
axis using the current zoom settings. The mouse pointers change to arrows. To
change the scale/traverse the axis, click and drag in the direction of the arrow.

2000 —r 2000
40 40
30 195¢ 30 1955 94
IEEI 20
1 _,.__.____.]_182H2|:r 10 - ..‘,1 aajtjzu-l A

Figure 5-18: Changing the intensity scale (left) or traversing the mass scale (right) with the mouse.

e To set the scale for one or more spectra, select the spectra and right click on
one of the spectrum tags. Select Scales... from the popup menu. You may also
select Scales... from the Spectrum menu. Use this option if you wish to view a
group of spectra using the same intensity scale. The Scale Settings dialog will
open (Figure 5-19). In the dialog, un-check Autoscale to view a group of spec-
tra on the same intensity scale. You can use the Intensity and Mass Range
options to manually adjust the scale.

Scale Settings

—Intensity————— ~MazzRange———— 0k

: X
bax: |1EIEI Mir: |2EIEIEI |
Mir: I'IEI— han: IW

[ e |

[ Autozcale

Figure 5-19: The Scale Settings dialog.
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Spectrum views

Three spectrum view types are available — Trace View, Gel View, and Map View.
The views buttons on the Data Analysis toolbar can be used to toggle between the
view types.

Gel
View
Trace Map
View View

Ve
=]

Figure 5-20: The Trace View, Gel View, and Map View buttons.

¢ Trace View is the traditional mass spectrometer display. It is useful for identify-
ing and characterizing peaks in the spectrum.

¢ Gel View (the peaks are represented by dark bands, similar in appearance to a
stained electrophoretic gel) is often used for comparing multiple spectra.

e Map View is used to reduce the clutter when working with larger numbers of
peaks. Only peaks that have been labeled, or “centroided,” are displayed in
Map View, represented as thin vertical lines.
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Trace
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Figure 5-21: Data displayed in Trace View (top), Gel View (middle), and Map View (bottom).

Using the Experiment toolbar

The Experiment toolbar is anchored to the experiment window’s frame. It contains
controls for some of the most common experiment operations.
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Figure 5-22: The Experiment toolbar is anchored to the top of the experiment window.
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Figure 5-23: The Experiment toolbar buttons.

Spectra layouts

The experiment’s spectrum layout is selected using the Stacked, Overlaid, and Off-
set Overlaid buttons in the Experiment toolbar.

Stacked
Overlaid
Offset
Overlaid

Figure 5-24: The Stacked, Overlaid, and Offset Overlaid buttons.
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e Stacked: is the default layout and displays the spectra aligned by molecular
weight and stacked sequentially below each other as shown in Figure 5-25.
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Figure 5-25: Data displayed in Stacked layout.

¢ Overlaid: spectra share a common X- and common Y-axes as shown in
Figure 5-26. This layout is useful for showing differences between two or three
spectra, but can become cluttered when comparing larger numbers of spectra.
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Figure 5-26: Data displayed in Overlaid layout.
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e Offset Overlaid: is similar to Overlaid, except that the data are arranged in a
three-dimensional manner, with the molecular weights offset by a few thou-
sand daltons (Figure 5-27).

9L 14T 18% 13T

h chius cu | ''m oylo
CLLTN

o chlus o | '0m oylo
ES0uL 2y
o chium cu | I@Im oylo
el

o cous @ | 'm'm oylo
EEL I

o cous ou | SI'm oylo
cs0ul

o chlus o | S0'm oylo
CEL IS

o chum v | SMIm oyl
EEL AL

o cous o | Sm'm oylo
cs0ulLy

9L 14T 18% 130T

Figure 5-27: Data displayed in Offset Overlaid layout.

@ \ NOTE: Gel views are not compatible with the Overlaid or Offset layouts.

Creating peak maps

It is often desirable to compare data obtained from multiple spots; for example con-
trols vs. experimental samples. Direct comparison of the data can quickly highlight
differences in peak heights/areas, or underscore the presence or absence of a protein.
The three tools primarily used for rapid data comparison are accessed via the Com-
bine Spectra, Normalize Peaks, and Compare Spectra buttons.

Compare
Spectra

Combine | Normalize
Spectra Spectra

Z|=[n|

Figure 5-28: The Combine Spectra, Compare Spectra, and Normalize Spectra buttons.
e Combine Spectra: combines 2 or more spectra into a peak map.

e Compare Spectra: compares two spectra or peak maps.

¢ Normalize Spectra: normalizes the intensity or mass of two or more spectra.
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The general procedure for using these analysis tools is:
1. Label the peaks of interest in the samples to be analyzed.

2. Select two or more spectra files by clicking on their sample tags (hold down the
<Ctrl> key to select multiple spectra).

3. Click the appropriate button to compare the spectra.

NOTE: Always ensure that your data is properly normalized before combining data or
comparing data. Incorrectly normalized data can present comparison artifacts (see below
for details of normalizing data).

When comparing or combining spectra, a peak map of all the labeled peaks is cre-
ated. This map contains the details about the peaks as they were at the time the map
was created. Changes to the underlying peaks and spectra are not reflected in the
peak map — it must be recreated to reflect the updated data.

TIP: When multiple peaks within the same spectrum are matched, a small diamond is
shown at the base of the peak to indicate a problem. You can reduce the matching win-
dow or realign the peaks to avoid this problem.

Peak maps contain matching options to determine which peaks should be considered
the same across different spectra. Flexible plotting and color options allow peak maps
to be used in many ways.

Combining spectra

The Combine Spectra option creates a peak map by combining two or more spectra
using matching options that you specify. To create a combination map:

1. Label all peaks from two or more spectra. Select the labeled spectra that you want
to combine by clicking on the sample tag to the right of each spectrum (hold
down the <Ctr>l key to select multiple spectra). At least two spectra must be
selected to create a combination map.

©

NOTE: There is no limit to the number of spectra that can be combined into a single, rep-
resentative protein profile.

2. Click the Combine Spectra button (refer to Figure 5-28), or select Combine
Spectra... from the Experiment menu. The Peak Map Options dialog will open
(Figure 5-29).
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Figure 5-29: The Peak Map Options dialog.

3. Specify the Peak closeness (typically 0.5%) as well as how you want to compute
the peak height (average vs. sum, intensity vs. area, etc.), and the criteria for dis-
playing peaks (all peaks or only peaks that satisfy conditions that you define).
Note that by default the peak map will be inserted into the experiment.

Comparing spectra

Comparison maps are a special case of combination maps that contain exactly two
spectra to compare. To create a comparison map:

1. Label all peaks within two spectra. Select the labeled spectra that you want to
compare by clicking on the sample tag to the right of the spectrum. Hold down
the <Ctrl> key to select the second spectrum.

2. Click the Compare Spectra toolbar button (refer to Figure 5-28), or select Com-
pare Two Spectra... from the Context menu. The Peak Map Comparison
Options dialog will open (Figure 5-30).
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Peak Map Comparison Options
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Figure 5-30: The Peak Map Comparison Options dialog.

3. Specify the Peak closeness (typically 0.5%) as well as how you want to compare
the Peak height data (intensity vs. area, etc.)

4. Select which peaks to plot and how to display the data (color schemes, directions
of differences, how to combine peaks if displaying peaks from two spectra).

Only two “maps” can be compared at one time. However, this can include two spec-
tra files, two combination maps containing multiple spectra files, or any combination
thereof.

NOTE: For easy analysis of two treatments containing multiple replicates, use the compar-
ison wizard. Simply select all relevant spectra files (hold down the <Ctrl> key to select mul-
tiple spectra) and choose Comparison Wizard from the Experiment menu. Organize the
spectra according to the treatment window and follow the prompts. The Comparison Wiz-
ard first generates two combination maps, then produces a comparison of the two combi-
nations.

Normalizing spectra

Normalizing spectra helps compensate for variations in sample concentrations loaded
onto a ProteinChip spot or slight shifts in mass due to imperfections on the Protein-
Chip Array surface. The default normalization dimension (i.e., normalization mode) is
Intensity, Total lon Current. Spectra can also be normalized according to intensity as
measured by height, by intensity as measured by area or by mass.

The choice of which normalization method to choose is not always clear. Ciphergen
recommends using the Total lon Current method, as it does not contain the inherent
variability of a single peak. The Total lon Current normalization method makes cer-
tain assumptions about your samples. It assumes that on average, the total number of
proteins being expressed is constant across the samples being normalized. In typical
profiling experiments where the samples are complex and proteins are bountiful, this
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assumption is generally valid. In other types of experiments such as purification opti-
mization experiments or in profiling experiments in which a sample group is
expected to express fewer proteins due to a drug treatment (for example), one can-
not make such assumptions.

NOTE: Intensity normalization should always be run for groups of spectra that have been

@ collected under similar conditions. For example, the array type, laser intensity, type of
l matrix, and sample fraction should all be the same for all the spectra being normalized

together.

Normalizing using Total lon Current

1. In the experiment, select the spectra to be normalized.

ll 2. Click the Normalize Spectra button, or right-click near the peak to be normal-
Normalize ized then select Normalize Peaks... from the pop-up menu. Alternatively, select
Spectra Normalize... from the Experiment menu. The Normalize Spectra dialog will
button open. The dialog is modal, displaying different options in the lower half of the

dialog depending on the chosen Normalize Dimension.

Mormalize Speckra

Harmalize Dimenzion Apply

{* Intenzity, Total lon Cument
" Intensity, Height

Claze

 Intensity, Area Fezat

" Mazz [add common calibrant]

Summary...

b E Fange:
™ Start at beginning  Min M2 [1500

Tl

¥ End at zmallest end fax kA2 |10000

v Baseline subtraction on

[T Usze extemnal nomalization coefficient

M armalization coefficient: I1

Figure 5-31: The Normalize Spectra dialog.

3. Select Intensity, Total lon Current for the Normalize Dimension.

4. Select the M/Z Range over which to calculate the total ion current. The default
is to start at an M/Z of 1500 but this value should be adjusted according to the
type of matrix and laser intensity used to acquire the spectra. Make sure the M/Z
range doesn’t include any matrix signal that has been saturated. The default for
the upper limit is to end at the smallest ending M/Z of all the spectra selected for
normalization.
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Select whether to turn on Baseline subtraction. The default is to turn it on.

6. Using an external Normalization coefficient normalizes spectra across experi-
ments. If you have spectra you wish to normalize together in separate experi-
ments, it is important to use the same the normalization coefficient. First, make
sure the M/Z Ranges of the two spectra match. Normalize the first experiment.
Copy the resulting Normalization coefficient to the clipboard. Open the second
experiment. Turn on Use external normalization coefficient and paste in the
Normalization coefficient from the first experiment.

Normalizing using a single peak height or area

In many cases it is difficult to know what mass to normalize against unless a specific
internal standard is spiked into the sample. If an internal standard is not included,
look for patterns of similarity between the protein profiles and normalize against a
common, similar peak. If, after normalization, you find that all common peaks tend to
be biased towards one sample, choose another peak to normalize against. Always
ensure that your data is normalized properly before combining data or comparing
data. Incorrectly normalized data can present comparison artifacts.

1. In the experiment, select the spectra to be normalized.

2. Make sure that the peaks that will be used have been labeled, either automatically
or manually.

3. Click the Normalize Spectra button, or right-click near the peak to be normal-
ized then select Normalize Peaks... from the pop-up menu, or select Normal-
ize... from the Experiment menu. The Normalize Spectra dialog will open.

Select either Intensity, Height or Intensity, Area for the Normalize Dimension.
The options in the lower half of the dialog will be as shown in Figure 5-32.
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Figure 5-32: Using the Normalize Spectra dialog to normalize by peak intensity as indicated
by height.

5. Use the Select Peak list to select the peak for normalization. This peak must be
labeled in all of the selected spectra within the specified peak match window.
Adjust the window to a larger mass range if needed.

6. Check the Normalize to average checkbox if you wish to normalize the intensi-
ties to the average of the peak intensities for the peak selected. If the checkbox
is not marked, all spectra will be normalized to the first spectrum selected in the
experiment.

7. When you have finished setting the dialog box options, click Apply to apply the
specified normalization settings and return to the data plot.

Normalizing by mass
1. In the experiment, select the spectra to be normalized.

2. Make sure that the peaks to be normalized have been labeled, either automati-
cally or manually. Mass normalization can only be used on labeled peaks.

N | 3. Click the Normalize Spectra button, or right-click near the peak to be normal-
Normalize ized then select Normalize Peaks... from the pop-up menu, or select Normal-

Spectra ize... from the Experiment menu. The Normalize Spectra dialog will open.

button
Select Mass (add common calibrant) for the Normalize Dimension. The

options in the lower half of the dialog will be as shown in Figure 5-33.
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Figure 5-33: Using the Normalize Spectra dialog to normalize by mass.

5. Click the Clear Calibrants button to remove any previous internal calibration.
Check the Normalize to average checkbox to use average masses for the masses
of the internal calibrants.

6. In the Select Peak list, select the first peak to be used for normalization.
Click Apply.
8. Repeat steps 6 and 7 for any additional peaks. Using at least two peaks is recom-

mended for accurate mass assignment.

Normalization summary

The last run intensity and mass normalization parameters and results can be viewed
by either clicking the Summary... button in the Normalize Spectra dialog or by
selecting Normalization Summary... from the Experiment menu.

Biomarker Before starting Biomarker Wizard

Wizard ¢ The first step in comparing data sets using Biomarker Wizard is to make sure
that all spectra to be compared are in the same experiment. If the spectra are
from different experiments, create a new experiment and populate it with the
desired spectra using the Experiment | Insert Item... function.

¢ Once all the spectra have been put into a single experiment, spectra with simi-
lar conditions can be divided into sample groups (e.g., control or treated).
Spectra are assigned to sample groups in the Sample Properties dialog,
accessed via the Experiment menu, by simply typing in a sample group name
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or choosing an existing sample group name from the list. Biomarker Wizard will
use the sample group labels to generate statistical data from properly labelled
sets of spectra.

¢ If you plan to normalize the spectra, do so before running Biomarker Wizard.
Normalizing after running Biomarker Wizard will not properly update the peak
intensities used when calculating statistics or generating Biomarker Patterns™
Software files. (Biomarker Patterns Software is an optional Ciphergen software
product with a separate operation manual.)

e Biomarker Wizard requires at least two spectra to be selected before it can be
used. If no spectra are initially selected, the software will ask if all spectra are to
be selected.

Starting Biomarker Wizard

Biomarker Wizard can be started by selecting the Generate New Clusters... menu
item found under the Experiment | Biomarker Wizard menu, or by clicking the Find
New Clusters button in the Experiment toolbar. Either action will open the Biomar-
ker Wizard — Generate New Clusters dialog (Figure 5-34).

Biomarker Wizard - Generate Me 5'

— Peak Detection

First Pazz: 4] S/
kin Peak Threzhold: ID * of all spectra

v Oweride threshald for user-detected peaks

¥ | Delete uzer-detected peaks below treshold

— Cluzter Completion
Clazter basz Window: IEI.S % of mass

¥ Second Pazs; IE S5/

v Add estimated peaks to complete clusters

ak I Cancel |

Figure 5-34: The Biomarker Wizard — Find New Clusters dialog.

Detecting peaks with Biomarker Wizard

Biomarker Wizard groups peaks of similar molecular weight from across sample
groups of spectra, then statistically and visually displays differences in expression lev-
els between sample groups. Like auto peak detection, Biomarker Wizard runs only on
the currently displayed mass range.
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Biomarker Wizard uses two separate peak detection passes. Pass 1 detects peaks that
may be potential biomarkers, and forms clusters around them. Pass 2 attempts to
populate the clusters from Pass 1 with peaks that were too small to be found in the
first pass.

Peak detection options

1.

Select the type of Biomarker Wizard run to perform from the Peak Detection
drop-down menu: Auto-detect peaks to cluster or Cluster only user-detected
peaks. The Auto-detect peaks to cluster setting will prompt the software to per-
form peak detection passes and automatically generate clusters. The Cluster only
user-detected peaks setting causes the software to generate clusters around
peaks that were detected before starting Biomarker Wizard. If the peaks of interest
have been marked and Cluster only user-detected peaks is selected, proceed
directly to the Cluster Completion section below.

Set the First Pass threshold. This determines the sensitivity of the first pass of
detection. A lower value leads to a greater number of detected peaks and a
greater number of clusters formed.

Set the Min Peak Threshold. This threshold is the minimum number of spectra,
as a percentage of the total, in which a peak must be present in order to form a
cluster. A cluster will not be formed around a peak if it is not present in the requi-
site number of spectra, and the label will be deleted. The Min Peak Threshold
also affects the number of clusters formed.

Select Override threshold for user-detected peaks to cluster user-detected
peaks during the automatic detection. If deselected, user-detected peaks must
reach the minimum intensity value specified in the First Pass field before they will
be clustered. In addition, deselecting this option enables the choice of keeping or
deleting user-detected peaks that are beneath the First Pass threshold.

Cluster completion options

5.

Cluster Mass Window specifies the width of the mass window as a percentage of
a peak’s mass. This will determine the width of the cluster as a function of molec-
ular weight.

Define the sensitivity of the Second Pass of automatic peak detection to adjust
the height of peaks used to the complete a cluster. Peaks from the second pass are
added to spectra lacking peaks after the first pass.

If selected, Add estimated peaks to complete clusters will arbitrarily assign a
label to a small peak in each spectrum that still lacks peaks after first- and second-
pass peak detection have been attempted.

Click OK. Biomarker Wizard will use the settings in the dialog to generate clusters.
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Viewing Biomarker Wizard plots

The Biomarker Wizard data plot is a splitter-window appended to the top half of the
experiment and is saved along with the experiment. Each color used in the data plot
corresponds to a different sample group. There are four views defined for Biomarker
Wizard plots, accessed through the drop-down menu on the Experiment toolbar.

= <]

Llnear ND[I‘I‘IahZEd Intnmt_l,l
Ahszolute Intensity
Box and Whiskers

Figure 5-35: The drop-down menu of Biomarker Wizard plot views.

¢ Log Normalized Intensity: plots the log of peak intensity, normalizing the
average intensity to 0. This view is useful because it expresses the differences in
sample groups quite clearly, regardless of absolute intensity.
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Figure 5-36: A Biomarker Wizard plot using log normalized intensity.

¢ Linear Normalized Intensity: normalizes the peaks in each cluster from 0 to
100 along the vertical axis.

Linear Mormalized Intensity
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Figure 5-37: A Biomarker Wizard plot using linear normalized intensity.

¢ Absolute Intensity: displays all detected peaks by their absolute intensity and
molecular weight
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Figure 5-38: A Biomarker Wizard plot using absolute intensity.

e Box and Whiskers: this view transforms the contents of each sample group
within a cluster into a box and whisker plot.

4/ Maximum
75th\
Median ———»
25th——» Minimum

Figure 5-39: A Biomarker Wizard box and whiskers plot. The horizontal lines forming the boxes and
whiskers indicate statistical averages for the sample groups.

Each box and whisker plot in the cluster represents data from one sample group. The
boxes and whiskers indicate the maximum, the 75" percentile, the median, the 25th
percentile, and the minimum peak intensity.

The view can be changed by selecting a view from the drop-down menu of views.
The view can also be zoomed in and scrolled. Views will not dynamically update if
peak data is changed after running Biomarker Wizard.

Hiding Biomarker Wizard plots

The Biomarker Wizard Scatter Plot View button toggles the view of the Biomarker
Wizard plot on and off.

rrv ‘ IL::-g Mormalized Intenzity j I FlIIF'u:unta
.

[Switches onfoff Biomarker ‘Wizard scatter plat view, |

Figure 5-40: The Biomarker Wizard Scatter Plot View button.
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Saving and loading clusters

Once a cluster list is generated, it can be saved and applied to other experiments.

To save a cluster list

Open the experiment containing the Biomarker Wizard-generated cluster list.

Select Save clusters... from the Experiment | Biomarker Wizard menu.

Click OK.

To load a cluster list

Open the experiment to be clustered.

Select Load clusters... from the Experiment | Biomarker Wizard menu.

1
2
3. Select a destination for the file and specify a file name.
4

1
2
3. Browse to the cluster list file (cluster lists end with “.ccl”).
4

Click OK. The cluster list will be applied to the new experiment, and new peaks

with a corresponding plot will be generated.

Viewing and exporting sample group statistics

To view p-values for each cluster

1. Select Sample Group Selection from the Experiment | Biomarker Wizard menu

to open the Sample Group Selection dialog.

Sample Group Selection B

Sample Group List

Selected Sample Groups

Slatigtice Biomarter
Heport Fatterms

Cloze

Help

Figure 5-41: The Sample Group Selection dialog.
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Select sample groups for comparison by highlighting names in the Sample
Group List and clicking the >> button to transfer them into the Selected Sample
Groups list. At least two sample groups must be selected.

Click the Statistics Report button. A chart showing the cluster average mass and
p-values for each cluster will be displayed. These values can be saved to a file by
clicking the Export button on the chart and specifying a file name for the
exported data.

Exporting cluster information to Biomarker Patterns™ Software

1.

Select Sample Group Selection from the Experiment | Biomarker Wizard menu
to open the Sample Group Selection dialog (refer to Figure 5-41).

In the Sample Group Selection dialog, choose the sample groups to compare.
Click the Biomarker Patterns button.

Enter a file name for the data. The files are stored as *.csv files, which can be
opened by Biomarker Patterns Software.

ProteinChip Software 3.0 User Manual



lon

Data Presentat

Chapter 6

Presentation protocols

The Presentation Protocols Properties dialog

The Protocols page
The Display page
The View page

The Text page

The Scaling page
The Page Setup page
The Experiment page

Annotations
Reference lines
Listing substances

Customizing peak labels
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Presentation protocols contain settings that affect the display of the data, such as the
plotting style, the trace color and which items are included on the plot. The presenta-
tion protocol also controls experiment display and printing options.

9
)

2|

Presentation
Protocol
button

The
Presentation
Protocol
Properties
dialog

NOTE: Additional display options are available for experiment views. See “Using the
Experiment toolbar” on pages 86-87 for detailed information.

Presentation protocols are defined and saved using the Presentation Protocol Prop-
erties dialog. The dialog can be accessed by selecting Presentation Protocol Prop-
erties from the Options menu, or by clicking the Presentation Protocol button in
the Data Analysis toolbar.

The Protocols page

The Protocols page allows you to create, save, and open presentation protocols, as
well as setting protocols to the factory default values (Figure 6-1).

Presentation Protocol Properties

Fratocals | Displayl Wigw I Text I Scalingl Page Setupl E:-:perimentl

=]

X

|Eresentatiun Protocols:
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i |nch
" Cm

o ]

Figure 6-1: The Protocols page of the Presentation Protocol Properties dialog.

Cancel Apply Help

¢ Presentation Protocols list: click the name of a protocol to select it.

e Save As (small disk picture): opens a dialog that allows you to name and save
the protocol.

¢ Delete (X): deletes the protocol selected in the Presentation Protocols list.

* Factory Defaults (small picture of a factory): resets the protocol to the factory
default settings.

e Mass Axis: sets the orientation of the mass axis.
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Spectra Colors: change the default colors used when displaying multiple spec-
tra. Double-click the number of the color you wish to change, then select a

new color from the drop-down list of colors that will.

Units: select the display units as inches or centimeters.

The Display page

The Display page controls the items displayed on the spectrum. When working with
experiments, the Show section of the dialog is modal, displaying different options
depending on the chosen spectra layout (stacked, overlaid, or offset overlay; see
“Spectra layouts” on pages 87-89).

Presentation Protocol Properties

X

Protocols  Display |View I Temt I Scalingl Page Setupl E:-:perimentl
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] | Q ¥ Trace
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Figure 6-2: The Display page of the Presentation Protocol Properties dialog.
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The View page

This page controls the view type, gel and trace color options, plot area margins and
several drawing options described below.

Presentation Protocol Properties ﬂ

F'r-:utu:u:u:ulsl Display  iew |Te:-:t I Scalingl Page Setupl Experimentl
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[ Flatten [subtract bazeline] ™ Fast draw on

] I Cancel Apply Help

Figure 6-3: The View page of the Presentation Protocol Properties dialog.

Color:  Auto select |

¢ View type: allows selection of one of the three spectrum view types — Trace,
Gel, and Map. Trace view is used when identifying peaks or looking for small
features. Gel view is often used for comparing multiple spectra. Map view is
used to reduce visual clutter when working with large numbers of peaks.

¢ Gel Color: gel views can be colored using several different color schemes.

¢ Line Style: several different line styles are available so that overlaid spectra can
be differentiated when printed in black and white or copied to the clipboard.

¢ Color: this combo box selects the trace color for the selected spectra.
e Color: Auto select: makes automatic color choices for the selected spectra.

¢ Plot Area Margins: these values control the margin around the plot. When
working with experiments, the top and bottom margins are normally set to 0
to avoid multiple sets of mass axis labels on the plot.

e Make all traces black: this option forces all of the traces to display as black.

¢ Identify multiply charged peaks: identifies multiply-charged peaks and dis-
plays them with the label style specified in the Text page (see below).

¢ Flatten (subtract baseline): subtracts the baseline for the display. This changes
the plot only; it has no effect on the reported values or the raw data.

e Fast draw on: fast draw is convenient for quickly scanning a spectrum for
peaks during data collection, and for increasing the data acquisition rate. It
reduces the number of data points drawn to the maximum value at each hori-
zontal pixel location.
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The Text page

The Text page (Figure 6-4) controls the text properties such as color and orientation
of the spectrum text items. The most commonly-used options are rotating the peak
labels by 90 degrees by changing the orientation value to 90 and changing the verti-
cal offset of the peak labels.

Presentation Protocol Propetties ﬂ
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Figure 6-4: The Text page of the Presentation Protocol Properties dialog.

The Scaling page

The options on this page control the plot size and offsets used to display and print
experiments and spectra.

Presentation Protocol Propetties ﬂ
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Figure 6-5: The Scaling page of the Presentation Protocol Properties dialog.
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¢ Scaling Factor: a normalization factor used when intensities are normalized in
experiment mode. Resetting this value to 1.0 returns the intensity scaling to its
original value.

¢ Full Vertical: limits the smallest vertical scale that can be displayed.

The options in the Experiment Print Scaling section determine how the experiment
is scaled to a printed page:

¢ Adjust to: allows you to manually set the percentage of the page size the spec-
trum will be printed at.

¢ Fit to page: will reduce the size of the spectra if required to fit them to a page.

e Size to page: will expand or reduce the size of the spectra to the size of the
current page.

e Width, Height or Both: determine what portions of the experiment will be
scaled to the printout size. Selecting Both prints all of the spectra on one page.

The Page Setup page

NOTE: The Page Setup page is modal, offering slightly different options for spectrum and
experiment views. The options shown here are for experiment views.

Presentation Protocol Properties A 3 5[
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Figure 6-6: The Page Setup page of the Presentation Protocol Properties dialog.

¢ Orientation: toggles between Portrait and Landscape orientation for printing.

The Header/Footer options control the font and location of the header and footer
text, as well as toggling display of the header and footer on and off.

¢ Margins: specifies the amount of margin space between the plot and the
edges of the page.

¢ Show Comments: if selected, prints the spectra comments on a separate page.
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¢ Print Background: determines if the screen background color is printed around
the spectra. When using a color printer, turning this option off saves ink.

¢ Pagination: Physical pagination allows spectra to span page breaks. This can
be useful when you want a spectra printout larger than a single sheet of paper.
Logical pagination places page breaks between spectra.

The Experiment page

The Experiment page contains experiment-specific options for the presentation pro-
tocol. This page of the dialog is modal, displaying different options depending on the
chosen spectra layout mode (stacked, overlaid, or offset overlay; see “Spectra layouts”
on pages 87-89).

Presentation Protocol Properties 1 5[

Protocols | Display | Wiew | Test | Scaling | Page Setup  Experiment |
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Background: |:||'| W Dizplay Tags

¥ Use Margin:
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] I Cancel Apply | Help |

Figure 6-7: The Experiment page of the Presentation Protocol Properties dialog (using
stacked spectra layout).

e Background Margins: these settings control the space between the spectra
and the edge of the experiment.

¢ Mass Labels: these settings control where the mass labels are displayed relative
to the edge of the experiment, and to the spectra. The Upper and Lower
checkboxes determine if the labels are shown above or below the spectra.

e Spectra Size: controls the height and width of the spectra in the experiment.
¢ Background: this combo-box selects the background color for the experiment.

¢ Layout: selects from the three spectrum layouts — Stacked, Overlaid, or Off-
set Overlaid (see “Spectra layouts” on pages 87-89 for detailed information).

NOTE: Each of the three layouts retains its own margin, label, and spectra size settings —
for example, changing the settings for spectra using Offset Overlaid will not affect the set-
tings for spectra using Stacked, etc.
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¢ Display Tags: controls whether the text to the right of the spectrum is displayed.

¢ Use Margins: determines whether the margins are used in calculating the dis-
tance between the page edge and the spectra.

¢ Display Borders: determines if a border is drawn around each spectrum. If
deselected (i.e., if the borders are not displayed), it also changes the spectra
background color to the experiment background color.

e Space Between Spectra: controls the amount of space between each spec-
trum in Stacked layout.
Offset Overlay options

When the display layout style is set to Offset Overlay, the Experiment page changes
to include controls for adjusting the offset overlay.

e X Offset: the distance between spectra in the X dimension.
* Y Offset: the distance between spectra in the Y dimension.

¢ Orientation: determines the layout order— right to left, or left to right.

Presentation Protocol Properties ﬂ
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Figure 6-8: The Experiment page of the Presentation Protocol Properties dialog (using
Offset Overlay layout).

Annotations are used to add text comments to a spectrum or experiment. To add an
annotation, select Add Annotation from the Spectrum menu or the Experiment
menu. A frame will appear, in which you can enter text, and a formatting bar that
controls the font and other attributes of the annotation.
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Reference lines
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Figure 6-9: A spectrum with annotation.

To resize the annotation, move the cursor over the annotation frame to make the
resizing handles appear. The handles are small black rectangles that will appear at the
corners and middle of the borders of the annotation frame. Select a handle and drag
it to resize the frame.

To move the annotation, move the mouse over the border of the annotation but not
on a resizing handle, then click and drag it. Note that annotation positions are rela-
tive to the spectrum window, not to the mass or intensity scale.

Annotations can be hidden or displayed using the Show/Hide Annotations com-
mand in the Spectrum menu.

Reference lines (Figure 6-10) allow identification of multiply charged peaks by visual
inspection. To display reference lines, select Reference Lines... from the View menu
or click the Reference Lines toolbar button. (Note: the Reference Lines button is not
installed in the toolbars by default. To use it, you will need to use the ProteinChip
Software’s Customize function to add it to the toolbar of your choice. See “Customiz-
ing toolbars” on page 128 for information on adding buttons to toolbars.)

_loix
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7a uim| !
]
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28
0 S— -
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Figure 6-10: A spectrum with reference lines.
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Many of the reference line features can be customized in the Reference Lines dialog
(Figure 6-11), including the line colors, fonts and where the lines are drawn. The dia-
log is accessed by selecting Reference Lines... from the Options menu.

x

General | bdass I Intensit_ul

Calar... | m+1234

if2+10

0F, I Cancel Fak 1) Help

Figure 6-11: The General page of the Reference Lines dialog.
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Figure 6-12: The Mass page of the Reference Lines dialog.
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Reference Lines
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Figure 6-13: The Intensity page of the Reference Lines dialog.

The List Substances function is used to display a list of all labelled peaks in a spec-
trum. To access the display, select List Substances... from the Peaks menu. The table
of peak information will be displayed in a separate window.

ﬁ'Data Average:l N B Al IEIIil
180 7941 0+H
- +
2 0BG D+H" " 5aEe S '
25 :
0 — /
1] a0o0 10000 14000
B =101 x|
MZ Mazss TOF Intensity MZ Area TOF Area SH
1 1066.99 1065.98 14.004 H.3667 291.90 1.9105 §.22
2 397095 3969.94 27.013 39.8283 4616.68 15.6813 14.26
3 T942.04 T941.03 38.201 90,9278 12735.03 30.6248 42,80

Figure 6-14: A spectrum and its tabular peak listing.
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To copy values from the table to the Clipboard, select the rows or columns of data to
copy and press Ctrl-C.

To print the table, click the Print toolbar button or select Print... from the File menu.

Peak labels can be customized to display various peak parameters, or to display cus-
tom text by using the Peak Label dialog. individual peak labels can be customized, or
all labels on a selected spectrum can have the same labeling format applied to them.

To access the Peak Label dialog:

1. Click the Centroid toolbar button to select the centroid cursor (Figure 6-15).

271.5+H

==

Figure 6-15: The Centroid cursor.

2. Move the cursor over a labeled peak.

3. Right-click the mouse and select Peak Label from the pop-up menu to open the
Peak Label dialog.

x

Label template 0K |

|&[MassF‘IusEharge] j Caricel |
Help |

L.oad default Save as default | Apply to all peakz | Apply |

Figure 6-16: The Peak Label dialog.

* Label template: the text in this field controls how the peak is labeled. The text
inside the symbols &[ ] will be replaced by the software with a measured peak
parameter. To use literal text as a peak label, add text outside of the special
&[ ] characters.
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F: this button displays a list of template values such as Mass, SignalToNoise
and other values that will be automatically replaced with measured values from
the peak.

¢ Load default: loads the default peak label template into the Peak Label dialog.

* Save as default: saves the current template as the new default peak label tem-
plate for the current user.

e Apply to all peaks: applies the current peak label template to all of the peaks in
the selected spectrum.
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Appendix A

The main window

The Standard toolbar

The Data Acquisition toolbar
The Data Analysis toolbar
The Direct Control toolbar
The Acquisition toolbar

The Sample toolbar

The Experiment toolbar

Customizing toolbars
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This appendix contains a brief introduction to the names and organization of the pro-
gram windows and toolbars. The remainder of the manual includes more detailed

descriptions of the program functions.

Standard Data Acquisition
toolbar toolbar
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Figure A-1: The main window of the ProteinChip Software.

¢ The Standard toolbar contains controls for working with files, allowing you to

open, save, print, and export data from the files.

e The Data Acquisition toolbar contains controls for selecting protocols and

starting and stopping spot and chip protocols.
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e The Data Analysis toolbar contains controls for common analysis tasks. These
controls affect only the way the data is displayed — they have no effect on the
underlying data.

¢ The Direct Control toolbar includes controls for the laser, and other controls
used during manual data collection.

¢ The Acquisition toolbar controls the mass range to acquire, mass optimization
range and the focus mass if the instrument is equipped with time lag focusing.

¢ The Sample toolbar controls and displays which sample spot is being analyzed.

* The Most Recent Shot window shows the result of the last laser shot.

e The Data Average window stores the sum of the transients accepted and
added to the average.

¢ The Status bar displays the instrument status and the current project.

The Standard Open

Experiment

toolbar Tile As

Open Rows
Spectrum Tile As

Save Copy Print Columns

:
e =] 8| (]|

Figure A-2: The Standard toolbar.

The Standard toolbar contains controls for working with files, allowing you to open,
save, print, and export data from the files.

¢ Open Experiment: opens an experiment file from the list of previously saved
experiments in the selected project. The experiment will be opened in a small
window in the main pane of the ProteinChip Software, and the Experiment
toolbar will be displayed at the top of the experiment (see “The Experiment tool-
bar” on page 126).

e Open Spectrum: allows selection of individual spectra from the list of all spec-
tra in the current project.

* Save: saves the selected spectrum or experiment data file.

¢ Copy: copies selected spectra to the clipboard. The copied spectra can then be
pasted as data into an experiment, or as a graphic element into a document.

¢ Print: prints the selected spectra or experiment.

¢ Tile as Rows: arranges the displayed items as equally-sized windows in row for-
mat (horizontal).
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¢ Tile as Columns: arranges the displayed items as equally-sized windows in col-
umn format (vertical).

The Data Sample Start

o _sge Exchange Running
ACqUISItlon Manual Spot Chip Stop
toolbar Protocol  Protocol Protocol Runmng

b

| @ O *

Figure A-3: The Data Acquisition toolbar.
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The Data Acquisition toolbar contains controls for selecting protocols and starting
and stopping spot and chip protocols.

e Sample Exchange: shows or hides the Sample Exchange dialog.
e Manual Protocol: opens the Manual Protocol dialog.

¢ Spot Protocol: opens the spot protocol wizard or selects from a list of existing
spot protocols.

e Chip Protocol: opens the chip protocol wizard or selects from a list of existing
chip protocols.

e Start Running: starts the selected spot or chip protocol.

¢ Stop Running: cancels the execution of a running protocol, or stops manual
data acquisition.

The Data The Data Analysis toolbar contains controls for common data analysis tasks. These
Analysis controls affect only the way the data is displayed, and have no effect on the underly-
toolbar ing raw data.
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Figure A-4: The Data Analysis toolbar, part 1.

¢ Trace View: displays data as peaks in spectra.

* Gel View: displays data as bands, similar to gel electrophoresis.

e Map View: peaks are displayed as thin vertical lines.

¢ Vertical: changes the mass axis to vertical.

e Subtract Baseline: subtracts the baseline from the displayed spectrum.

e Fast Draw: speeds up redrawing of the spectra by averaging the data points
that make up the displayed trace.

¢ Lock Zoom: forces all displayed spectra to show the same data range.
¢ Full Spectrum: zooms all the way out.

¢ Autoscale Intensity: when selected, the displayed data is automatically
adjusted to the maximum dynamic range.

e Zoom Out: zooms out in stepwise fashion.

Centroid Calibrate
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Identify Peak Protocol Manage
Peaks Information Properties Users

|
R|&|a|x| &| 2] E| &] @] &3¢

T T T

Clear Data Presentation
Peaks Properties Protocol
Properties
Identify
Multicharge
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Figure A-5: The Data Analysis toolbar, part 2.
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¢ Centroid: activates the centroid cursor that is used to identify a region in the
display as a peak (or band, in gel view). Only “centroided” peaks or bands are
visible in map view.

4000 4300

Centroid
cursor

271 .5+H

==

Figure A-6: Clicking the Centroid button changes the cursor to the centroid cursor.

¢ Identify Peaks: automatically labels peaks in the spectrum according to speci-
fied criteria.

¢ |dentify Multicharge Peaks: identifies potential multiply-charged peaks (Z >1).

¢ Clear Peaks: removes peak labels (centroids) from the displayed portion of the
spectrum.

¢ Calibrate: changes the cursor to the calibration cursor, and opens the Calibra-
tion dialog box.

¢ Peak Information: sets the cursor to peak information mode — click on any
peak or band to open the Peak Information dialog.

¢ Data Properties: displays detailed information about the selected spectrum,
including the instrument settings and the spot protocol.

¢ Analysis Protocol Properties: opens the Analysis Protocol Properties dialog,
containing settings for peak detection, baseline subtraction, noise, filtering, etc.

¢ Presentation Protocol Properties: opens the Presentation Protocol Proper-
ties dialog, which controls how the experiment or spectrum is displayed on-
screen and how it is printed.

e Manage Users: opens the User Manager dialog.
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Figure A-7: The Direct Control toolbar.

The Direct Control toolbar includes controls for the laser, and other controls used
during manual data collection.

¢ Fresh Position: moves the laser to a new position on the spot.

¢ Adjust Position: controls the location of the laser on the sample spot. Position
50 is the center of the spot; normally the position should be kept between 20
and 80.

¢ Detector Sensitivity: determines the amplification of the digitizer. Adjust the
value higher if no peaks are visible and lower if peaks of interest are off scale.

e Add/Remove Filter: controls the filter placement: in (less light) or out (more
light). This feature is present only on the model PBS | reader.

¢ Laser Intensity: controls the amount of laser light that ionizes the sample.

¢ Hard Shot: boosts the laser energy by a specified amount to warm sample
positions. This can be helpful when moving to a new sample location.

¢ Fire Continuously: fires the laser repeatedly until the button is clicked again.
* Fire Once: fires the laser once.
* Average: adds the transient in the Most Recent Shot window to the data average.

¢ Clear Average: clears all data from the Data Average window.
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Figure A-8: The Acquisition toolbar.

The Acquisition toolbar controls the mass range to acquire, mass optimization range
and the focus mass if the instrument is equipped with time lag focusing.

¢ High Mass: specifies the highest mass to collect. Typically, the value is set
larger than twice the mass of the highest mass peak of interest.

e Start Optimization Range: sets the low mass for the optimization range.

¢ End Optimization Range: sets the high mass for the optimization range.

¢ Center Mass or Lag Time: controls the time lag focus settings on instruments
equipped with time lag focusing capabilities. The function and label change

depending on the pulse-focusing mode.

The Sample toolbar selects the sample spot to analyze.

|zle|r|m|o|o|= ]

Figure A-9: The Sample toolbar.
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e Experiment toolbar is anchored to the experiment window frame. It contains the
e The Experi t toolbar i hored to the experiment window f It contains th
Experiment controls for some of the most common experiment operations.
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Figure A-10: The Experiment toolbar is anchored to the top of the experiment window.
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Figure A-11: The Experiment toolbar.

e Stacked: spectra are displayed next to each other.

e Overlaid: spectra are overlaid directly on top of each other.

* Offset: spectra are overlaid with a slight offset.

e Combine Spectra: combines 2 or more spectra into a peak map.

e Compare Spectra: compares two spectra or peak maps.
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¢ Normalize Spectra: normalizes peaks over multiple spectra.
¢ Full Spectrum: displays the complete spectrum.
e Zoom Out: zooms out in a stepwise manner.

¢ Autoscale Intensity: autoscales the displayed spectrum to the full intensity
range.

¢ Analysis Protocol Properties: opens the Analysis Protocol Properties dialog,
containing settings for peak detection, baseline subtraction, noise, filtering, etc.

¢ Presentation Protocol Properties: opens the Presentation Protocol Proper-
ties dialog, which controls how the experiment or spectrum is displayed on
screen and how it is printed.

¢ Find New Clusters: opens the Biomarker Wizard — Generate New Clusters
dialog.

¢ Biomarker Wizard Scatter Plot View: toggles between displaying the Biomar-
ker Wizard scatter plot and the raw data.

To the right of the Biomarker Wizard Scatter Plot View button are the View drop-
down menu, containing the display options for Biomarker Wizard scatter plots, and
the Fill Points checkbox (Figure A-12). These items are only active when a Biomarker
Wizard scatter plot is displayed in the Experiment window. See “Viewing Biomarker

Wizard plots” on page 99 for more information on using these features.
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Figure A-12: The View drop-down menu and the Fill Points checkbox.
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Customizing You can change the arrangement of the buttons in the toolbars. To do so, choose
toolbars View | Toolbars | Customize to open the Customize dialog.
Customize |

Toolbars | EDITIITIEI"IEISI

T oolbars;

¥l 5tandard V' Show Tooltips Mew...
[w] [ atadcouizsition

[w] D atadinalpsiz o FED' Look : Bezet |

Thanlan manme:
|Standard

k. I Cancel ) [0 Help

Figure A-13: The Toolbars page of the Customize dialog.

The dialog opens to the Toolbars page, which allows you to toggle the display of the

Standard, Data Acquisition, and Data Analysis toolbars, as well as to choose to
show Tooltips for them.

The second page of the Customize dialog is the Commands page, which allows you
to customize the arrangement of the toolbar buttons. Select a category from the
drop-down list to display the buttons in that category. Clicking a button will select
the button and display its description in the Description field.
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Customize E3 |

Toolbars  Commands |

Categonies: — Buttong

100 Il TP il N e e e

[ atatnalyzis

D atafcquisition ) | Eﬂl I | o |

R R x| s g g
| 2| 8 ¢

Select a category, then click a button to zee itz dezcription. Drag the button
ko any toolbar

Drescription
Show ar hide reference lines

] I Cancel oy (1 Help

Figure A-14: The Commands page of the Customize dialog.

To move a button to a new toolbar location, select it in the Buttons section of the
dialog to make it appear on-screen, then drag and drop the button into desired loca-
tion on the toolbar of your choosing.
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This appendix summarizes the changes between the previous version of ProteinChip
software, 2.1 and version 3.0. This content will be of interest if you have used 2.1 to
collect or manage ProteinChip data in the past, but can be safely ignored if you are
new to using the ProteinChip software.

Many of the enhancements to this version are enabled by using a database to store
important information about the data. The database allows the software to build new
experiments from existing spectra, and to sort and manage the spectra properties.
These properties include the sample information associated with each spectra along
with all of the ProteinChip® protocol conditions such as the type of ProteinChip
array, the wash conditions and the data collection parameters. This arrangement
makes it easy to construct experiments for the conditions that you wish to analyze,
and will allow much greater flexibility with data management in future versions. See
Chapter 2, “Managing Data and Users” for details about how to manage data using
the database.

The Biomarker Wizard has been significantly enhanced. Important changes include:

¢ The output of the Biomarker Wizard is now in a splitter window. The mass
range of the plot tracks the that of experiment.

¢ A box and whisker plot is available to summarize complex biomarker patterns.

¢ The clustering function now allows the use of manual peaks. This allows you to
define the peaks of interest in a few spectra and then allow Biomarker Wizard to
find or estimate the peaks for the remaining spectra.

e Peak clusters can be saved and reloaded to another experiment. This allows you
to compare the same markers across multiple experiments.

e Biomarker Wizard can export data in a format compatible with Biomarker Pat-
terns Software.

See Chapter 5, “Experiments” for details about using Biomarker Wizard.

A new option in the Normalization dialog allows normalizing to total ion current.
This method generally reduces the average variation of spectra across an experiment,
and is the recommended default for expression profiling. See “Normalizing spectra” in
Chapter 5, “Experiments” for details.
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Signal
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Mass
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Calibration
protocols
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equations

Appendix B: New in Version 3.0

A new option in the Filtering page of the Analysis Protocols Properties dialog
enables a variable gain setting for high mass plus an additional filtering step. The
combination improves the signal to noise ratio of high mass peaks. To use the feature,
check the Signal Enhance checkbox on the Filtering page (for more information, see
“The Filtering page” on page 66).

The form of the mass calibration has been changed from a cubic to a quadratic fit to
allow calculating the high order coefficients with fewer calibration peaks. The mass
accuracy of internal calibrations can be greatly improved over the linear defaults that
the previous algorithm used.

Another significant improvement to the mass calibration is the way in which calibra-
tions are adjusted when using a single point calibration. Previous versions of the soft-
ware required at least two points for an accurate mass calibration whereas this version
will generate good calibrations with even a single internal standard.

Calibration protocols automate the process of mass calibration. The protocols contain
a list of mass calibrants and rules that allow the software to identify the calibration
peaks and generate a new mass calibration. This makes utilizing a mass standard such
as the All-in-1 Peptide Standard mix much easier. In addition, the calibration proto-
cols can be applied to multiple spectra in an experiment, allowing you to align the
mass of common peaks in a series of spectra from a protein profiling experiment.

The software now allows saving a calibration equation from a spectrum and applying
calibration equations to one or more spectra.

See Chapter 3, “Calibration” for more details about using the calibration equations.
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absolute intensity plots 99

Acquisition toolbar 125

Add/Remove Filter toolbar button 124
Adjust Position toolbar field 124

Analysis Protocol Properties toolbar
button 123, 127

Analysis Protocol toolbar button 62
analysis protocols 62-70
applying settings before saving 65
applying to multiple spectra 62
applying to spectra 62, 83
deleting 62

Analysis Protocol Properties
dialog 62-70

Area page 67
Baseline page 65
Detection page 63-64
Filtering page 66
Mass Units page 70
Noise page 68
PLS page 69
Protocols page 62
annotations 111

Automatic Laser Adjustment spot
protocols 13

Automatic Peak Detection dialog 64

Autoscale Intensity toolbar
button 122, 127

Average toolbar button 124

B

baseline
algorithm 59-61
analysis protocol settings 65
correction 59-61

displaying 59
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Batch Import and Save to Database
dialog 37-40, 74-77

Biomarker Patterns Software, exporting
Biomarker Wizard data to 102

Biomarker Wizard 96-102
absolute intensity plots 99
box and whiskers plots 100
changing plot views 100
cluster completion options 98
detecting peaks 97-98
exporting cluster statistics 102

exporting data to Biomarker Patterns
Software 102

hiding plot views 100

linear normalized intensity plots 99
loading cluster lists 101

log normalized intensity plots 99
peak detection options 98

plot views 99-100

plot views drop-down menu 99
preparing spectra 96

starting 97

viewing cluster statistics 101-102

Biomarker Wizard — Generate New
Clusters dialog 97-98

Biomarker Wizard Scatter Plot View
toolbar button 127

box and whiskers plots 100

buttons, customizing locations 128-129

C
Calibrants dialog 50-51
Calibrate toolbar button 23, 47, 123
calibration 23-25
adding peaks 25
applying to spectra 25
Calibrants drop-down list 24
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calibration, continued

clearing internal 96

external 47

internal 47

recommended frequency 48

residual plot 25

viewing 48
calibration cursor 23, 24
Calibration dialog 23-25, 47-48
calibration equations 134
calibration protocols 49-55, 134

adding calibrants 50-51

applying 52-55

creating 49-52

deleting 55

managing 54

removing calibrants 51

settings 51

sharing 55
Calibration Protocols dialog 49-52
calibration, three-parameter 47
Center Mass toolbar field 125
centroid cursor 23, 123
Centroid toolbar button 22, 123
chip format, selecting 4
Chip Protocol toolbar button 121
chip protocol wizard 18-20

Selecting Method of Spot
Naming page 19-20

Selecting Spots on Chip to
Process page 18-19

chip protocols 18-22
applying spot protocols 21
creating 18-20
deleting 22
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deleting spots 21
displaying 20, 21
managing 21
naming 19
naming spots 20
opening existing 21
running 21
sharing 22
spectrum comments 21
spot processing order 19, 21
vs. spot protocols 12
Clear Average toolbar button 124
Clear Peak Labels toolbar button 123
Clear Peaks button 23
clusters 96-102
absolute intensity plots 99
box and whiskers plots 100
changing plot views 100
cluster completion options 98
detecting peaks 97-98
exporting statistics 102
hiding plot views 100
linear normalized intensity plots 99
loading lists 101
log normalized intensity plots 99
peak detection options 98
plot views 99-100
viewing statistics 101-102

Combine Spectra toolbar button 89, 126

combining spectra 90-91

Compare Spectra toolbar button 89, 126

comparing spectra 91-92
comparison wizard (spectra) 92

Copy toolbar button 120



Creating New User dialog 42
Customize dialog 128

D
data acquisition
adjusting instrument conditions 7-8
automatic data collection 12
averaging data 7
instrument settings 6
manual 6, 8-11
static vs. dynamic conditions 12
Data Acquisition toolbar 121
data analysis 59-70
analysis protocols 62-70
automatic peak detection 63-64
baseline algorithm 59-61
baseline settings 65
calculating noise 68
calculating peak area 67
filtering algorithm 61
filtering noise 66
mass units 70
noise algorithm 61
peak area algorithm 61
peak detection algorithm 59
peak maps 89-96
Data Analysis toolbar 121-123
Data Average toolbar button 7
Data Average window 120
Data Properties toolbar button 123
data, noise in 61
Database Connection Wizard 29-33
databases

batch importing experiments
37-40, 74-77
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databases, continued

copying or moving 34

creating 29-31

deleting projects 36

deleting users 43

exporting files 40

file structure 29

importing experiments 36-37

logging in 33

logging out 34

opening 32-33

user management 41-42
detector sensitivity 10
Detector Sensitivity toolbar field 124
Direct Control toolbar 124

E
Edit User dialog 43
End Optimization Range toolbar field 125
Experiment toolbar 86, 126-127
experiments 73-102

annotating 111

applying analysis and presentation
protocols 83

applying analysis protocols 62
applying presentation protocols 62
background color 110

changing intensity scale 84
changing spectra colors 106
combining spectra 90-91
comparing spectra 91-92
customizing peak labels 115-116
deleting 79-80

de-selecting spectra 83

editing sample properties 82
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experiments, continued
exporting 40
importing batches 37-40, 74-77
importing single 73-74
inserting spectra 80-81, 83
listing substances 114
navigating 83-84
normalizing spectra 92-96
opening 73
overwriting sample properties 78
peak maps 89-96
printing 109
reference lines 112-114
renaming 77, 78
saving 77-78
saving to a different project 77
scaling for print 108-109
selecting spectra 83
setting spectra scales 84
setting spectra size 110
sorting spectra 83
spectra borders 111
spectra layouts 87-89, 110
spectrum view types 85-86
traversing mass axis 84
using Biomarker Wizard 96-102
see also spectra

Export As dialog 40

exporting experiment files 40

external calibration 47

F

fast draw 107

Fast Draw toolbar button 122
Fill Points checkbox 127
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filtering algorithm 61

Find New Clusters toolbar button 127
Fire Continuously toolbar button 7, 124
Fire Once toolbar button 124

Fresh Position toolbar button 8, 124

Full Spectrum toolbar button 22, 122, 127

G

Gel View spectrum view 85
compatibility with spectrum layouts 89
gel color 107

Gel View toolbar button 122

H
Hard Shot toolbar button 124
High Mass toolbar field 125

Identify Multicharge Peaks toolbar
button 123

Identify Peaks toolbar button 22, 123
intensity scale, adjusting 84

internal calibration 47

L

Lag Time toolbar field 125

laser intensity 9

Laser Intensity toolbar field 124
linear normalized intensity plots 99
Lock Zoom toolbar button 122
log normalized intensity plots 99

Log On dialog 41

M
Manage Users toolbar button 123

managing users 40-43



Manual Protocol Properties dialog 9-11
Manual Protocol toolbar button 121
manual protocols 9-11
creating and editing 9-11
deleting 11
laser intensity settings 9
managing 11
mass settings 10
optimization range 10
saving 11
sharing 11
time lag focus settings 10
Map View spectrum view 85
Map View toolbar button 122
Mass Range slider control 84
mass scale, traversing 84
Most Recent Shot window 120

N
New Project dialog 35
noise 61, 68
noise algorithm 61
Normalize Spectra dialog 93-96
Normalize Spectra toolbar button 89, 127
normalizing spectra 92-96
by mass 95-96
by peak height or area 94-95
by total ion current 93-94

(0]

Offset Overlaid spectra layout 89, 110
Offset toolbar button 126

Open Experiment dialog 37

Open Experiment toolbar button 120
Open Spectrum toolbar button 120
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Overlaid spectra layout 88, 110
Overlaid toolbar button 126

P

passwords
changing 43
creating 43

peak area algorithm 61

peak detection algorithm 59

Peak Information toolbar button 123
Peak Label dialog 115

Peak Map Comparison Options
dialog 92

Peak Map Options dialog 91
peak maps
and data normalization 90
combining spectra 90-91
comparing spectra 91-92
normalizing spectra 92-96
peaks
adjusting instrument settings 7
automatic detection 64
calculating area 67
customizing labels 115-116
detecting 97-98
estimating widths 70
label properties 108
labelling 22
mapping 89-96
removing labels 23
view types 85-86
viewing all 22
see also spectra

Presentation Protocol Properties
toolbar button 123, 127
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Index

presentation protocols 105-111
applying to multiple spectra 62
applying to spectra 83
deleting 105
selecting 105
selecting spectrum view 107

Presentation Protocol Properties
dialog 105-111

Display page 106
Experiment page 110-111
Page Setup page 109-110
Protocols page 105-106
Scaling page 108-109
Text page 108
View page 107

Print toolbar button 120

projects

batch importing experiments 37-40,

74-77

creating 35-36, 52

deleting experiments 79-80

deleting from database 36

importing experiments 36-37

opening 35-36
Protein Ladder Sequencing (PLS) 69
ProteinChip Arrays

inserting into reader 4-5
ProteinChip Software

file locations 43

logging in 3, 33

main window 119-120

see also Biomarker Wizard

see also Database Connection Wizard

see also databases

see also experiments

see also projects
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ProteinChip Software Login dialog 3, 34

protocols
calibration, see calibration protocols
file locations 43
managing 11, 17, 21, 54
manual, see “manual protocols”
setting detector sensitivity 10
see also analysis protocols
see also chip protocols 12
see also presentation protocols 12
see also spot protocols 12

p-values, viewing for clusters 101

R
reference lines 112-114

Reference Lines dialog 113-114

S

Sample Exchange dialog 4

Sample Exchange toolbar button 121
sample groups (spectra) 96

Sample Groups Selection dialog 101
sample port 4

Sample Properties dialog 82

sample properties, editing 82

Sample toolbar 125

Save Experiment dialog 36, 77

Save toolbar button 120
Savitsky-Golay filtering 66

Scale Settings dialog 84

SELDI Quantitation spot protocols 13
Select Current Chip dialog 4-5

Select Experiments to Import dialog
39,76

Select Folder dialog 30



Select ProteinChip Database Folder
dialog 33

Single Shot toolbar button 6
spectra
adjusting instrument settings 7
annotating 111

applying analysis and presentation
protocols 62, 83

applying analysis protocols to multiple
62

applying calibrations 25

applying presentation protocols to
multiple 62

assigning to sample groups 96
automatic peak detection 64
borders 111

calculating noise 68
calculating peak area 67
changing colors 106
changing intensity scale 84
changing line style 107
changing sort order 83
combining 90-91

comments 21

comparing 91-92
comparison wizard 92
customizing peak labels 115-116
data analysis 59-70
de-selecting 83

detecting peaks 97-98
displaying tags 111
estimating peak widths 70
externally calibrating 48

fast draw mode 107

filtering noise 66
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spectra, continued

inserting into experiments 80-81, 83
internally calibrating 48
labelling peaks 22
layouts 87-89
Offset Overlaid 89, 110
Overlaid 88, 110
Stacked 88, 110
listing substances 114
noise in data 61
normalizing 92-96
by mass 95-96
by peak height or area 94-95
by total ion current 93-94
normalization summary 96
overwriting sample properties 78
peak maps 89-96
preparing for Biomarker Wizard 96
printing 109
reference lines 112-114
scaling for print 108-109
selecting 83
setting scale 84
size in experiment 110
text properties 108
trace color 107
traversing mass axis 84
viewing entire 22
views

choosing via presentation protocol
107

Gel View 85
Map View 85
Trace View 85

Spot Protocol toolbar button 121
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spot protocol wizard 12-16 T
Auto Laser Definition page 14 text properties 108
Auto Setup page 13 three-parameter calibration 47
Defining Spot Processing page 13 Tile as Columns toolbar button 121
SELDI Data Acquisition Settings Tile as Rows toolbar button 120
page 15

time lag focus 10

spot protocols 12-18 toolbars, customizing 128-129

Automatic Laser Adjustment 13 Trace View spectrum view 85

creating 12-16 Trace View toolbar button 122

deleting 18
displaying 17 U
implementing changes 17 User Manager dialog 41
in chip protocols 19 users
managing 17 creating 41-42
mass range 13 database-specificity 34
modifying 16 deleting 43
naming 13 logging in 3
opening existing 17 managing 40-43
optimization range 14 re-setting passwords 43
running 17 sharing protocols 11, 18, 22, 55
SELDI Quantitation 13 user-specific file locations 43
sharing 18 user-specific files 43
vs. chip protocols 12
Stacked spectra layout 88, 110 v
stacked toolbar button 126 Vertical toolbar button 122
standard toolbar 120-121 View drop-down menu (Experiment

toolbar) 127
Start Optimization Range toolbar field

125
Start Running toolbar button 121

V4

o ] Zoom Out toolbar button 122, 127
statistics, exporting for clusters 102

statistics, viewing for clusters 101-102
Status bar 120

Stop Running toolbar button 121
Subtract Baseline toolbar button 122
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